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The primary coolant oxidises the surfaces of construction materials in nuclear power plants. The
properties of the oxide films influence significantly the extent of incorporation of activated corrosion
products into the primary circuit surfaces, which may cause additional occupational doses for the
maintenance personnel. The physical and chemical properties of the oxide films play also an important
role in different forms of corrosion observed in power plants.
This report gives a short overview of the factors influencing activity build-up and corrosion phenomena
in nuclear power plants. Furthermore, the most recent modifications in the water chemistry to de-
crease these risks are discussed. A special focus is put on zinc water chemistry, and a preliminary
discussion on the mechanism via which zinc influences activity build-up is presented. Even though the
exact mechanisms by which zinc acts are not yet known, it is assumed that Zn may block the diffusion
paths within the oxide film. This reduces ion transport through the oxide films leading to a reduced
rate of oxide growth. Simultaneously the number of available adsorption sites for 60Co is also reduced.
The current models for stress corrosion cracking assume that the anodic and the respective cathodic
reactions contributing to crack growth occur partly on or in the oxide films. The rates of these reactions
may control the crack propagation rate and therefore, the properties of the oxide films play a crucial
role in determining the susceptibility of the material to stress corrosion cracking.
Finally, attention is paid also on the novel techniques which can be used to mitigate the susceptibility of
construction materials to stress corrosion cracking.
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Ydinvoimalaitosten primääripiirin rakennemateriaalien pinnat hapettuvat jäähdytysveden vaikutuk-
sesta. Syntyvien oksidifilmien ominaisuudet vaikuttavat merkittävästi radioaktiivisten osaslajien ke-
rääntymiseen primääripiirin pinnoille, mikä taas vaikuttaa henkilökunnan saamiin säteilyannoksiin
huoltoseisokkien aikana. Oksidifilmien fysikaalisilla ja kemiallisilla ominaisuuksilla on myös suuri
vaikutus eri korroosioilmiöihin ydinvoimalaitoksissa.
Tässä kirjallisuustyössä on esitetty lyhyt yhteenveto tekijöistä, jotka vaikuttavat aktiivisuuden ke-
rääntymiseen ja tiettyihin korroosioilmiöihin ydinvoimaloissa. Lisäksi työssä käsitellään uusimpia
tapoja modifioida voimaloiden vesikemiaa tarkoituksena pienentää edellä mainittujen ilmiöiden riskiä.
Sinkkivesikemiaa on painotettu erityisesti. Vaikka sinkin tarkka vaikutusmekanismi aktiivisuuden
kerääntymisen pienentämisessä on tuntematon, sinkin voidaan olettaa tukkivan diffuusioreittejä oksi-
difilmissä. Tämä hidastaa ionien kuljetusta filmissä ja johtaa hitaampaan filmin kasvuun. Samalla
myös saatavilla olevien 60Co:n adsorptiopaikkojen määrä pienenee.
Nykyisissä jännityskorroosiomalleissa oletetaan, että särönkasvuun vaikuttavat anodiset ja vastaavat
katodiset reaktiot tapahtuvat osittain oksidifilmeissä tai niiden pinnoilla. Näiden reaktioiden nopeudet
voivat kontrolloida särönkasvunopeutta, joten oksidifilmien ominaisuuksilla voi olla ratkaiseva merki-
tys materiaalien jännityskorroosiokestävyyden kannalta. Tässä työssä käsitellään uusimpia tekniikoi-
ta, joiden avulla materiaalien jännityskorroosiokestävyyttä voidaan parantaa muuttamalla metallien
pinnoille muodostuvien oksidifilmien sähköisiä ominaisuuksia.
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The interaction between the construction materi-
als and the aqueous coolant leads to the oxidation
of the primary circuit piping surfaces in nuclear
power plants. As a result of the susceptibility of
materials to oxidise, different forms of corrosion
mechanisms may pose serious hazards to the ope-
ration of the plant. Oxide films formed on material
surfaces play an important role in uniform corro-
sion attack, as well as on localised corrosion or
stress corrosion cracking. In addition, the proper-
ties of oxide films influence the extent of incorpo-
ration of active species into the primary circuit
materials, which may result in increased occupa-
tional doses of radiation for the personnel of the
plant.
The main objective of radiation field control in
a nuclear power plant is to maintain personnel
radiation exposures as low as reasonable achieva-
ble (ALARA). The first attempts to achieve expo-
sure savings were mainly obtained by minimising
the time spent by workers in radiation fields
during maintenance, inspections and refuelling.
Another approach is to develop and modify the
water chemistry of the plant and thus achieve
conditions, under which risks for activity build-up
and simultaneously for detrimental corrosion phe-
nomena are minimised. The report by Interna-
tional Atomic Energy Agency (IAEA) co-ordinated
research program entitled “Investigation on Water
Chemistry Control and Coolant Interaction with
Fuel and Primary Circuit Materials in Water
Cooled Power Reactors (WACOLIN)” summaries
the present philosophy on good coolant chemistry
1 INTRODUCTION
as follows: “Good reactor coolant chemistry, corro-
sion control and minimum of activity build-up are
indispensable for the optimum performance of
nuclear power plants. Without these the system
integrity may be jeopardised and the activity
transport may create various problems.”[1]
In order to maintain good coolant chemistry,
extensive water chemistry guidelines have been
developed for the pressurised and boiling water
reactors (PWR and BWR). Properly controlled
water chemistry during steady state operation
and shutdowns has led to low corrosion rates of
construction materials. Nevertheless, some plant
data have shown that despite of following the
strict water chemistry guidelines, certain undesir-
able phenomena, such as increased activity build-
up on the primary loop piping surfaces and stress
corrosion cracking of in-core components, can still
occur. Although further developments in water
chemistry in NPPs, e.g. zinc water chemistry,
have recently been introduced, it is evident that a
proper understanding of the interaction of the
coolant and the oxide films on material surfaces in
NPPs is not yet available.
The aim of this report is to give a short over-
view of the factors influencing activity build-up
and corrosion phenomena in nuclear power plants.
Moreover, the most recent modifications of water
chemistries to decrease these risks are discussed.
A special focus is on zinc water chemistry, and a
preliminary discussion on the mechanism via
which zinc influences activity build-up is also
reviewed.
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2.1 Boiling water reactors (BWR)
Steam/water cycle is essentially a closed loop in
boiling water reactors (BWR). The water is heated
in the reactor core, where a fraction of it is con-
verted into steam. In the upper part of the reactor
core steam passes through the steam drier and is
transported in main steam line to high and low
pressure turbines. Steam starts to condense alrea-
dy in the turbines but condensation mainly occurs
in the condensers. After the condensers the water
is cleaned by demineralisers and is fed back to the
re-circulation loop. To minimise the corrosion pro-
duct deposition on the fuel cladding surfaces, im-
purity concentrations in the water circulating in
BWRs is kept as low as possible. Therefore, the
water conductivity is typically below 0.13 μScm–1
during steady-state operation.
Despite of the strict water chemistry guide-
lines, sensitised microstructure of the primary
circuit stainless steels, coupled with residual
stresses produces susceptibility to stress corrosion
cracking (SCC) in the presence of oxidising spe-
cies in the coolant.[2] The sensitised microstruc-
tures and stresses can not be eliminated in exist-
ing plants and therefore, the obvious remedy to
prevent intergranular stress corrosion cracking
(IGSCC) is to optimise the operational environ-
ment further. Laboratory tests and actual power
plant measurements indicate that to prevent crack
formation and propagation in the BWR stainless
steel parts, the corrosion potential (ECP) of pri-
mary loop components has to be kept more nega-
tive than –0.230 VSHE in high purity water (con-
ductivity less than 0.3 µScm–1). Despite the rather
high volatility of dissolved oxygen and hydrogen
peroxide, their contents under normal water
chemistry (NWC) conditions in BWR coolant are
still about 100–300 ppb (µgkg–1). These oxidising
species can shift the corrosion potential of stain-
less steel parts up to a value of +0.150 VSHE, thus
supporting stress corrosion cracking. On the other
hand, if the water contains chromates or other
powerful oxidative impurities, ECP may reach
critical values even though O2 concentrations are
as low as 5 ppb.[3] In addition to chemical compo-
sition of the coolant, the water flow rate has a
significant impact on the corrosion potentials of
construction materials as shown in Figure 1.
A possible remedy for the risks caused by the
dissolved oxygen and hydrogen peroxide can be
suppressed by hydrogen additions to the feed
water (hydrogen water chemistry, HWC).[5] HWC
was first introduced to protect re-circulating pip-
ing welds, but is more recently used to protect
internal structures and welds in pressure vessels.
The amount of hydrogen needed to decrease the
corrosion potential below the threshold potential
for SCC is plant- and site-specific depending on
the coolant flow rate, construction of the core and
dose rate in the down comer.[6]
As a drawback some plants have experienced
an increase in the 16N concentration in main
steam during the HWC operation, causing elevat-
ed dose rates in turbine building. Under normal
water chemistry (NWC) operation 16N forms pri-
2 WATER CHEMISTRIES IN LIGHT WATER
REACTORS
Thermal reactors are most commonly used in nuclear power plants. They are
categorised according to the coolant, which is used to cool down the reactor
itself and also according to the medium which slows down the neutrons
formed during the fission reaction. The most common thermal reactor types
are the light water reactors which can be either boiling or pressurised water
reactors. There are some fundamental differences in the water chemistries of
these two types of reactors and therefore a short introduction is given in
following chapters.
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marily NO3
− , which remains in water phase,
whereas under more reducing conditions NH3 is
formed. NH3 is volatile, gets easily into the steam
phase and is transported into the turbines.[7]
Another side effect of hydrogen water chemis-
try is a significant increase in shutdown dose
rates which has been observed in some boiling
water reactors. This phenomena is related to the
deposition of the corrosion products on fuel clad-
ding surfaces where they become radioactive. The
subsequent dissolution of these activated corro-
sion products and incorporation into the oxide
layers on the out-of-core surfaces of the primary
circuit is the major source for activity build-up. If
the BWR plant operating under NWC starts to
inject hydrogen into the reactor water, the struc-
tures of the oxide films will change to adopt into
the new environment. This has led to increased
activity pickup of the oxide films in such plants. In
addition, due to operational realities, hydrogen
injection system is not always on-line, which cre-
ates a periodic cycling between the reducing
(HWC) and oxidising (NWC) conditions, which has
shown to further increase 60Co incorporation into
the oxides.
2.2 Pressurised water reactors
(PWR)
A pressurised water reactor consists of primary
and secondary sides. The primary side operates in
conditions under which the water passing the
reactor core does not boil. This is obtained by
maintaining high enough pressure in the primary
circuit. The heated water passes through the tu-
bes of the steam generator, transferring its heat to
the secondary side to produce steam, which drives
the turbines. After the turbines water is conden-
sed and returned by feed water lines back to the
steam generator.
Due to the low oxidation rate of the primary
loop surfaces and low rate of transport of ions
through the existing oxide films, corrosion product
concentrations in the coolant during the steady-
state operation are low. The solubility studies of
different metal oxides have shown that release
rates of corrosion products are material specific
and vary also as a function of temperature. There-
fore, an improved analysis and a narrow range
control of primary water chemistry, especially
pHT, in PWRs can be successful in reducing the
Figure 1. The effect of flow rate (expressed in Reynolds numbers) on the corrosion potential of stainless
steel as a function of oxygen and hydrogen peroxide content.[4].
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activity build-up.[35,9] The control of pHT in the
PWR primary circuit systems is a rather compli-
cated task. Boric acid is used as a chemical shim
to control nuclear reactivity resulting in a need to
adjust pHT by adding lithium or potassium hy-
droxide to the primary coolant. During the 1980’s
most plants kept the primary coolant pH300 °C at
6.9 (called co-ordinated Li-B chemistry), based on
the magnetite solubility studies by Sweeton et al,
Tremaine et al. [10, 11, 12, 13] These studies
showed that 6.9 was the optimum pHT to prevent
deposition of dissolved corrosion products on hot
core surfaces due to the positive temperature
coefficient of solubility. The oxide examinations in
power plants have confirmed that as a result of
using this pHT value, the deposition on hot core
surfaces has been reduced.[10] However, more
recent solubility studies have shown that the
minimum pHT for a positive temperature coeffi-
cient ranges from 6.9 to 7.7. Despite of the large
scatter of the data, all the solubility studies indi-
cate that an optimum pH300 °C is greater than 6.9.
Therefore, most of the power plants have started
to use so called modified water chemistry, in
which a steady-state pH300 °C of 7.2 is achieved as
soon as possible after start-up. This pHT is kept
constant throughout the fuel cycle without exceed-
ing Li concentration of 2.2 mgkg–l to avoid en-
hanced fuel cladding corrosion.[11,16]
Incorporation of activated corrosion products
into the growing oxides can be further decreased
by pre-conditioning the replacement parts (like in
the primary side channel heads of new steam
generators, SG) by using electropolishing or chro-
mium passivation techniques. Both techniques
have shown their effectiveness in plant applica-
tions (Millstone Point-2 and Doel) by decreasing
the surface activities by a factor of two. These two
techniques can be easily applied on the new parts
to be installed into existing nuclear power plants.
However, replacement of large components in op-
erating plants is not done often. Therefore, the
optimisation of a plant specific water chemistry
may be a more useful way to proceed in operation
power plants. One way to optimise water chemis-
try is to inject a blocking agent into the primary
coolant, which decreases incorporation of activity
into the oxides. This topic is discussed in more
detail in chapters below.
In addition to pHT control, the PWR primary
chemistry guidelines state that the hydrogen con-
tent should be kept between 35−55 mlkg–1 to
minimise the concentration of oxidising species
created by radiolysis of water and to reduce the
possible traces of oxygen in the make-up water.
Because the PWR primary coolants contain high
concentrations of dissolved hydrogen, the corro-
sion potentials of in-core construction materials
are likely to be low enough to prevent stress
corrosion cracking to occur in thermally sensitised
stainless steels observed in BWRs. On the other
hand, the use of high hydrogen levels in the
primary circuit of PWRs is believed to be a possi-
ble cause of cracking of Inconel 600 steam genera-
tor tubes (primary water stress corrosion crack-
ing, PWSCC) and other components manufac-
tured from nickel-based alloys. If there is a con-
nection between oxide film properties and
PWSCC, then both pHT and hydrogen concentra-
tion in the coolant should also have an impact on
PWSCC.[19] The effects of these two chemistry
parameters on ion solubilities from the synthetic
Ni0.50Co0.05Fe2.45O4, are shown in Figure 2. As the
pHT increases the solubility of iron and cobalt
decrease, whereas the solubility of iron and cobalt
from the oxide film increases when increasing the
hydrogen concentration. The dissolution of the
oxide film partly affects the extent of ion transport
through the film. Therefore, the dissolution and
growth of oxide film has an effect on the vacancy
production in the base metal. How this phenome-
na is related to SCC of construction materials, is
discussed below.
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Figure 2. Average solubility of iron and cobalt from synthetic Ni0.50Co0.05Fe2.45O4 as a function of temper-
ature, pHT and different hydrogen concentrations.[14]
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3.1 Structure of metal oxide films
in light water reactors
From a thermodynamic point of view, the stability
of an oxide depends on the temperature, pH, oxidi-
sing/reducing power of the environment as well as
the type and concentration of dissolved ions in the
solution. However, an oxide growing on the metal
surface cannot be considered as a system in ther-
modynamic equilibrium. Its properties and com-
position are to a great extent affected by the ki-
netic factors determining its growth rate and sta-
tionary state thickness. This leads often to the
formation of a film in which the composition and
stoichiometry changes gradually with distance
from the film/environment interface. The oxide
films formed at high temperatures in various
kinds of environments generally consist of a com-
pact inner layer and of a more porous outer layer.
Although this duplex film concept is certainly a
simplification, it has proven to be useful in the
modelling of the behaviour of the film.
The inner layer consists of fine-grained oxide
because it grows in a confined space. The outer
layer consists of loosely packed, larger grains
because it grows without volume constraint. The
boundary between the layers has been found to lie
at the position of the original metal surface, which
indicates that the inner layer grows at the metal/
oxide interface and that the outer layer grows at
the oxide/solution interface. It is possible to divide
the duplex oxide film further into different sub-
layers, in which the composition and stoichiome-
try change gradually with distance.[40,41] The
alloying elements are distributed into these two
layers differently depending on the primary cool-
ant conditions (pHT, hydrogen concentration, tem-
perature, etc.) as well as their original concentra-
tion in the corroding metal. In addition, the differ-
ent transport rates of metal ions (Fe2+ > Co2+ >
Ni2+ >> Cr 3+) determine their distribution within
the oxides. Slower moving ions tend to be retained
in the inner part of the duplex oxide, increasing
the chromium content of the inner oxide.
The outer oxide film is partly formed by deposi-
tion via the coolant as a result of a high concentra-
tion of dissolved species in the bulk solution and—
even more likely—a flux of cation species through
the oxide film to the solution.[34]. This outermost
part of the oxide film has a porous structure,
which consists of non-uniform crystallite agglom-
erates. These crystallites can form as thick layers
or exist as single crystallites at scattered sites
depending whether mass transport in the system
favours re-precipitation. The coolant flow velocity,
pH, temperature, water saturation and presence
of reducing or oxidising agents influence mainly
the properties and behaviour of this outer oxide
layer.[37,38,39] Therefore, this part of the oxide
film changes most significantly, when the opera-
tional environment is changed from oxidising to
reducing conditions. Under oxidising conditions,
the outer oxide film is either α-Fe2O3 (hematite) or
γ-Fe2O3 (maghemite) independently of the con-
struction material in question, but it strongly
depends on the water chemistry. Under reducing
conditions, the film changes into magnetite type of
spinel. It is possible that below the deposited part
of the porous film is formed as a result of break-
down of the inner oxide layer.
3 OXIDE FILMS ON THE CONSTRUCTION
MATERIALS IN NUCLEAR POWER PLANTS
The properties of oxide films of construction materials influence the behaviour of
the components in operational conditions. The structure of the oxide film determi-
nes how different ions are transported into and through the oxides. However,
different types of operation environments leads to the formation of different types
of oxide film compositions. Therefore, to understand the phenomena occurring on
and within the oxide films the most typical oxide film structures are presented in
the next chapter.
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On stainless steels and nickel based alloys, the
inner, dense part of the duplex oxide film consists
of Cr-rich layer, whereas on carbon steels the
inner layer is composed of magnetite. This part of
the oxide film is often called grown-on oxide,
because it grows at the metal/oxide interface. A
more comprehensive view can be obtained, if this
part of the oxide is divided into two different oxide
layers. The composition of the oxide film next to
the base metal, does not change due to the chang-
es in operational environments. It is covered by
the outer oxide film layers. Therefore, the struc-
ture of the film remains similar in both reducing
and oxidising conditions. However, it is possible
that the composition of the outer part of the inner
dense oxide has lower chromium concentration
under oxidising environments than under reduc-
ing conditions. This is due to higher chromium
oxidation rate at higher corrosion poten-
tials.[34,35,36] The formation of the Cr-rich spi-
nels in the dense part of the duplex oxide has been
reported to result in a low corrosion rate of stain-
less steels when compared to the oxidation rate of
carbon steels. The overall corrosion rate of stain-
less steels is likely to be controlled totally by ion
transport through this dense oxide layer and is
not influenced by fluid flow conditions, by the
presence or absence of the outer layer, nor by the
saturation degree of the solution. However, the
currently used models still need experimental
support, specially the preferential paths and driv-
ing forces for ion transport through the oxide
films, as well as the nature of mobile species/
defects.[34,35,36]
3.2 Oxide films on stainless and
carbon steels in BWRs
To understand the corrosion processes in boiling
water environments, the characteristics of oxide
films on AISI 316 SS and AISI 304 SS have been
investigated thoroughly. As discussed above, typi-
cally these films have a duplex structure. The film
composition of the outer part formed under NWC,
i.e. under oxidising conditions, differs from that
formed under reducing conditions (HWC). Normal
water chemistry in BWR conditions leads to the
formation of γ-Fe2O3, α-Fe2O3 and NiFe2O4 (or
NixFe3–xO4) in the outer part of the duplex oxide
film on AISI 316 SS, while hydrogen water che-
mistry results in the formation of Fe3O4 and
NiFe2O4 (or NixFe3–xO4). A typical oxide composi-
tion in different operating environments is shown
in Figure 3. Pores are likely to be present in the
outer part of the duplex oxide film, but to a lesser
extent in the inner, Cr rich oxide layer.
The inner part of the duplex oxide films on Fe-
Cr-Ni alloys may also become partly depleted in
chromium if high enough oxygen concentrations
exist in the coolant. This behaviour is due to the
oxidation of Cr(III) to soluble Cr species.[44]
The composition of the oxide film is rather
complicated because, depending on the environ-
ment the outer part of the inner, the dense oxide
next to the base metal is either NixFeyCr3–x–yO4 or
NixFe3–xO4. It is hypothesised by Asakura et al.[40]
that this lowest part of the porous oxide film is
formed by the breakdown of the inner layer, which
occurs at oxygen concentrations > 100 ppb. This
Figure 3. A schematic diagram of the oxide films formed on AISI 316 SS in BWR water under different
conditions.[42]
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agrees well with the model presented by Her-
mansson for films grown on stainless steels in
BWR coolant under normal water chemistry con-
ditions.[40,41] However, the part of the chromium
rich inner oxide, which is next to the base metal,
is not affected by the primary coolant chemis-
try.[8,43]
3.3 Oxide films on alloyed steels
and nickel based alloys in
PWRs
Corrosion of stainless steel in PWR coolant, i.e. in
reducing conditions, results also in the formation
of a duplex oxide film on the metal surface if the
water above the growing oxide is saturated with
corrosion products. On stainless steels the inner
oxide layer consists of a chromite (NixFe(1–x)Cr2O4),
usually containing some elemental nickel, while
the outer layer is a non-stoichiometric nickel ferri-
te (NixFe(3–x)O4). On top of this nickel ferrite layer,
new single crystals of nickel ferrite can form inc-
reasing the total oxide thickness.[45,46,47] Simi-
lar duplex oxide films form also on Incoloy 800 (I-
800) surfaces. The similarities in the oxide film
compositions are not a surprise due to the small
differences in base metal compositions.
The oxide films on nickel-based alloys, Inconel
600 (I-600) and Inconel 690 (I-690), are also
formed via the same mechanisms as those on
stainless steels. The majority of the chromium is
retained in the inner oxide film, whereas iron and
nickel are mainly present in the outer oxide layer.
However, there are some distinct differences in
the distribution of ions in the oxides forming on
these materials in the high temperature water as
discussed below.[48]
The oxides on Inconel alloys can not be solely
spinels, because the fixed valences of Ni and Cr
(in PWR environments) can only form a spinel of
fixed composition NiCr2O4, whereas the II and III
valences of iron allow it to form a continuous
series of spinels. Thus, according to the model of
Robertson, the inner oxide layer on I-600 may
consist of NiCr2O4 (48%) and NiO (52%), while the
outer layer probably consists of NiO with a small
quantity of NiFe2O4.[34] The presence of a sub-
stantial proportion of NiO throughout the oxide
film allows the oxidation rate to be controlled by
the faster growth rate of NiO rather than the
slower oxidation rate of Ni,Cr spinel. Therefore,
Cr will not lower the non-selective oxidation rate
of Ni-Cr alloys until the Cr content increases to
33%, since there will always be some NiO phase
present to short circuit the Cr spinel.[34]
The higher Cr content in I-690 when compared
to I-600 can lead to a higher concentration of
NiCr2O4 in the inner oxide layer with little NiO
incorporation whereas the outer layer should
mainly be NiO. The presence of nickel oxide in the
inner layer will control the corrosion rate, but the
rather low concentration should reduce the oxide
growth rate considerably below that of I-600.[34]
However, due to the high hydrogen concentra-
tion in the primary circuits of PWRs, NiO is not
thermodynamically stable.[46] Schuster et al.
have shown that the prevailing oxidation state of
nickel was found to be Ni0, except for a few
nanometers at the oxide/solution interface.[49]
Furthermore, the water chemistry environments
within the cracks and pores differ significantly
from the bulk solution conditions, which makes it
difficult to estimate the stabilities of the oxides.
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4.1 Activity incorporation
The growth of oxide films is influenced by the
extent of saturation of the coolant next to the oxi-
de layer by corrosion products and by the rate of
ion transport through the existing oxide. The de-
posited corrosion products simultaneously in-cor-
porate the activated corrosion products into the
oxide films. Additional activity incorporation can
occur through deposition of suspended particles
on the top of these films. Laboratory tests have
shown that 60Co incorporation into the oxide films
is directly proportional to the soluble 60Co concent-
ration in the coolant. The accumulation rate into
the outer layer increases linearly with the exposu-
re time.
The basic mechanisms of the incorporation of
radioactive cobalt into oxide films on iron and
nickel-based materials, involve soluble metal ions.
The incorporation can basically proceed via at




The adsorption of radioactive cobalt species on the
outer part of the duplex oxide film will result in
the formation of nickel ferrite with a basic formula
of (CoxNiyFe(1–x–y)O4). The reaction can be initiated
by an exchange reaction between a cobalt ion and
a surface hydroxyl group of the oxide. Two pos-
sible reaction routes have been suggested:
Co2+ + –FeO-H = FeO–Co+ + H+ (1)
Co2+ + 2 H2O = CoOH+ + H3O+ (2a)
CoOH+ + -FeO–H = FeO–Co+ + H2O (2b)
A scheme of the adsorption reaction (1) is shown
in Figure 4. The adsorption equilibrium can be





− −[ ]⋅[ ]
[ ] ⋅ − −[ ]
+ +
+
4 OXIDE FILMS AND MECHANISMS
OF ACTIVITY INCORPORATION AND
STRESS CORROSION CRACKING
Figure 4. Illustration of the adsorption and ion-exchange mechanisms for activity incorporation into
oxide films.[52]
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The value of K increases about 600-fold with an
increase of temperature from 20 to 285 °C.
It has been suggested that cobalt adsorption
takes place only at sites in which the –FeO-H
group is available. The rate of Co adsorption is
relatively slow compared to the rate of direct
reaction/crystallisation. Its rate may increase sig-
nificantly with increasing the pH and the porosity
of the film.[52]
Kelen and Hermansson have discussed the
applications of the surface complexation theory
with respect to the incorporation of radioactive
cobalt into oxide films.[53] The concept of surface
complexation refers to the adsorption of dissolved
metal species onto the oxide surface as a surface
complex, for which surface complex constants can
be determined. Accordingly, this approach is anal-
ogous to the adsorption mechanism.
The coolant is able to fill the areas between the
separate crystals of nickel ferrite on the top of the
duplex oxide film. Therefore, a fast solution-diffu-
sion pathway is created for the activated soluble
transition metal ions to incorporate into the outer
oxide surfaces. If the outer oxide layer contains
pores or cracks, the diffusion of metal ions into
this oxide layer is much faster than any of the
possible solid state diffusion routes. In typical
primary coolant environments, a hydrated metal
ion has a diffusion coefficient of 10–4 cm2s–1 as
reviewed by Hermansson et al.[41] If there is a
sufficient number of the pores and cracks in the
outer oxide layer, they provide also an efficient
means for the metal ions to be transported trans-
versely throughout the outer nickel ferrite oxide
surface. This leads to higher probability for the
activated corrosion products to be adsorbed on the
surfaces of the porous oxide layer.
The other way for the activated corrosion prod-
ucts to be incorporated into the oxide films is
through ion exchange reactions. In this reaction
there is a direct exchange between divalent cati-
ons in the spinel structure and cobalt ions in the
solution. The difference between the ion exchange
and adsorption mechanisms is shown in Figure 4.
The direct ion exchange requires a high activation
energy and therefore it is relatively unlikely in
most cases. However, some degree of exchange
may be possible if the oxide cracks and/or under-
goes morphology transformation resulting in ex-
posure of excessive divalent cations in the oxide to
the solution.[52,54]
After diffusing down the pores of the oxide
film, the radioactive cobalt species may react
either with soluble Ni, Cr and Fe species or with
the solid products to form oxide mixtures. This is
the third possible mechanism of activity incorpo-
ration, that is the direct reaction/crystallisation. It
is assumed to proceed at the interface between the
dense oxide and the porous part of the oxide film
resulting in an oxide structure containing cobalt,
possibly according to formula of
CoxNiyFe(1–x–y)Cr2O4.[52] The rate of activity incor-
poration by means of direct reaction/crystallisa-
tion is believed to be controlled by the corrosion
rate of the base metal, which produces the soluble
and solid oxidation products to react with cobalt
species. Therefore, incorporation of the radioac-
tive cobalt via this mechanism can be expected to
proceed fast on a new surface.[52]
The inner chromite oxide layer of a steady
state oxide film does not usually have many pores
or cracks. Therefore, the only pathway for the
activated or non-activated transition metal ions to
be incorporated throughout the oxide is by solid
state transport mechanisms. Actually, the same
mechanism applies to the parts in the outer oxide
layer where no pores or cracks exist. This longitu-
dinal metal ion transport can occur through the
grain boundaries or through the crystal lattice of
the oxide. The estimated grain-boundary diffusion
coefficients are of the order of 10–13 cm2s–1 com-
pared to 10–18 cm2s–1 for lattice diffusion.[41]
According to Lister [47], the inner chromium
rich oxide film incorporates 60Co strongly, but
since it is rather thin, a relatively small amount of
activity is involved. The outer ferrite layer is
typically thicker, but incorporates less 60Co on a
unit mass basis than the inner layer.[47] Similar-
ly, if the outer oxide film is hematite, it will be less
protective than the inner parts of the oxide film
resulting in increased thickness. However, hema-
tite has no crystal sites for divalent ions and thus
activity build-up is lower than expected solely on
the basis of the oxide thickness. This suggests
that the extent of activity build-up and its distri-
bution in the oxide film is largely determined by
the operational environment.
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4.2 Oxide films and stress
corrosion cracking (SCC)
Stress corrosion cracking (SCC) can be understood
as a localised corrosion process, which is caused
and/or accelerated by mechanical stresses. Diffe-
rent models developed to explain SCC are, to a
great extent, based directly or indirectly on local
anodic reaction processes in the crack. Once initi-
ated, the SCC of steels and nickel based alloys has
been suggested to proceed in increments (so-called
slip-dissolution model).[96] Each increment con-
sists of the following steps at the crack tip:
a) activation, i.e. exposure of new metal surface
by mechanical fracture
b) dissolution of the active surface
c) re-passivation
According to the coupled environment fracture
model (CEFM) formulated by Macdonald and Ur-
quidi-Macdonald, the crack advance may occur via
the slip-dissolution-repassivation mechanism.
This model requires charge conservation as a star-
ting point for the calculations.[97] Other compe-
ting SCC mechanism models are based on the
combination of selective dissolution and vacancy
creep, internal oxidation, cleavage and surface-
mobility.[98,99,100]
It is assumed in all these models that the
anodic and the respective cathodic reactions con-
tributing to crack growth occur partly on or in the
oxide films. Thus, the rates of these reactions may
control the crack propagation rate, in which case
the properties of the oxide films play a crucial role
in determining the susceptibility of the material
to SCC.
In addition, the surface mobility SCC mecha-
nism [103] and the recently introduced selective
dissolution-vacancy creep (SDVC) model for SCC
[103,104] include a postulate that the crack
growth takes place by capture of vacancies in the
metal close to the crack tip. Because the vacancies
in the metal lattice can be generated as a result of
the dissolution of the metal through the oxide, the
crack growth rate may again be controlled by the
transport rate of species through the oxide film.
Both models require a supply of metal vacancies
for the crack growth to occur.
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5.1 Zinc water chemistry
The first attempts to reduce the exposure were
obtained mainly by minimising the time spent by
the workers in the radiation fields during the
maintenance, inspections and refuelling. The ra-
diation fields were further decreased by optimi-
sing start-up, shutdown and steady-state water
chemistry conditions as well as applying other re-
medies such as surface pre-treatments and chemi-
cal decontamination of the primary circuit surfa-
ces. The correlation between BWR radiation field
build-up and the ionic zinc concentration in the
coolant was identified in early 1983. It was obser-
ved that the plants, which had brass tubes(source
for soluble zinc) in condensers and a powdered
resin condensate polishing system, had the lowest
activity incorporation into piping surfaces.[59,60]
Because of this design combination, these plants
were known to have a continuous level of 5 to 15
ppb soluble zinc in the reactor water. The plants
using deep bed demineralisers did not have so-
luble zinc in the coolant, because these deminera-
lisers are superior to the powdered resin filters
with respect of the filtration efficiency of ionic im-
purities. The long flow path through the deep bed
demineraliser permits excellent opportunity for
ion exchange with the resins resulting usually in
removal of over 98% of the ionic species from the
coolant, whereas the powered resin filter demine-
raliser is typically 80% efficient.[61] The plants
having stainless steel condensers do not have a
natural source of zinc and therefore no soluble
zinc in the reactor water. This has been shown to
result in higher dose rates on the piping surfaces.
The comparison of the various BWR radiation be-
haviour is shown in Figure 5.
Most of the natural zinc plants have nowadays
5 NOVEL WATER CHEMISTRIES
Figure 5. BWR radiation behaviour plants when sorted by condenser material and condensate system
type.[60]
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either replaced their brass condensers or added
deep bed demineralisers to the condensate treat-
ment system to eliminate copper and other harm-
ful ions from the reactor water. In order to main-
tain low dose rates characteristic to these plants,
zinc addition has been implemented. Marble was
the first to suggest that zinc addition could be
used as a remedy to control activity incorporation
into the oxides on the construction materials.[55]
It was hypothesised that soluble zinc inhibits the
corrosion of stainless steel and thereby reduces
the build-up of 60Co into the oxide films. Since
then several BWR plants have adapted zinc dos-
ing and have observed clear decrease in activity
build-up.
5.1.1 Zinc water chemistry in BWRs
5.1.1.1 Effects of zinc dosing on activity levels
in BWRs
Fourteen boiling water reactors were using zinc
injections at the end 1994 for the dose rate cont-
rol.[58] Lin et al.[52] have shown that zinc additi-
on is effective under both NWC and HWC in boi-
ling water reactors, as shown in Figure 6. The
plant experience has shown that changes in water
chemistry (NWC, HWC, NWC, etc.) leads to inc-
reased activity levels in the oxide films.[8] Howe-
ver, the expectations for the zinc addition in
plants, in which perturbation in the amount of H2
in the coolant occur, are that the effects of water
chemistry changes will be lessened and that the
dose rates remain only moderately higher than if
the plant is continuously operated under NWC.
[61]
The zinc additions can be carried out in differ-
ent ways. Plants have been using low flow, posi-
tive displacement pumps to inject zinc oxide sus-
pension into a re-circulation loop. This system has
been further modified by direct zinc injections into
the feed water pipe by using higher flow rate
injections. The third possibility is to use a passive
system without moving parts. In this system, a
bed of sintered zinc oxide pellets is contained in a
small pressure vessel, through which the primary
water is circulated. Sufficient amount of zinc is
dissolved from the pellets to maintain the desired
concentration of zinc in the reactor water. This
technique is attractive, because the operating and
maintenance requirements of zinc additions can
be minimised. Furthermore, this pellet bed pas-
sive system is designed in such a way that it will
last at least one full fuel cycle.[60,63]
As discussed later in chapter 5.1.6, the plants
which have been dosing natural zinc have experi-
enced one side effect: the activation of 64Zn to form
65Zn, which adds to the inventory of activated
corrosion products of the plant. Iron adsorbs zinc
and then deposits on the fuel cladding surface,
where Zn becomes activated. However, the “natu-
ral” zinc plants have had very little problems,
because they all have used powdered resin con-
densate system and thereby have a very little
crud input into the reactor feed water. Several
plants have nowadays deep bed demineralisers in
the condensate system and, as a consequence,
have also higher crud input resulting in higher
activation of 64Zn.[62] Some plants have started to
use Zn, which is depleted in 64Zn to avoid the
problem of 65Zn. The content of 64Zn in the deplet-
ed zinc oxide (DZO) is reduced from 49% to 1%.
However, the cost of DZO is high due to the
required processing. Therefore, reduction of iron
input in a high crud plants should significantly
reduce the cost of using DZO.[60] Moreover, the
Figure 6. Effects of zinc ions on 60Co deposition on
as-received AISI 304 SS samples under normal and
hydrogen water chemistry conditions.[52]
20
S T U K - Y T O - T R 1 5 2
impact of DZO will not be seen in the plants,
which have earlier had a natural zinc source, for
several cycles because of the large natural zinc
inventory present in the oxides throughout the
reactor surfaces.
Each of the zinc adding plants is, for different
reasons, currently using lower zinc concentrations
than the recommended 10 ppb as shown in Table I.
For the plants using natural zinc oxide the result-
ing 65Zn has been a concern because of its impact
on piping dose rates, radwaste, etc. The plants
using DZO are running at reduced zinc concentra-
tions for cost saving reasons.
5.1.1.2 Changes in BWR coolant chemistry
during Zn dosing periods
Since soluble zinc is ionic and acts as a weak base,
it is to be expected that the addition of zinc will
alter both the conductivity and the pH of the reac-
tor water in boiling water reactors. The extent of
this effect depends on the concentration of other
impurities in the reactor water. If the coolant is
acidic without the presence of zinc, then the im-
pact would be to decrease conductivity as a result
of a neutralisation reaction. The root cause would
be the lower specific ionic conductance of Zn2+
when compared to H+. If the coolant is already
basic, the zinc addition would increase both the
conductivity and the pH, but only slightly. The
plant observations confirm these conclusions. Ho-
wever, small increases in the conductivity and the
pH are not considered to have any adverse effects
for the BWR.[61,95]
One consequence, which was not anticipated
prior to the zinc addition, was the suppression of
concentration of the soluble 60Co in the reactor
water. This decrease has been found at each BWR,
which has started to use zinc after operating for
one or more cycles as a non-zinc plant. The com-
parison of 60Co content in the reactor water before
and after Zn addition in four plants is shown in
Figure 7.
Table I. Typical zinc contents in the reactor water















Figure 7. Reduction of reactor water 60Co as a result of Zn addition.[61]
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Zn is assumed to act in two ways to lower the
soluble 60Co concentration in the reactor water.
First, it suppresses the corrosion release rates
from in-core cobalt alloys, such as Stellite rollers
and pins. Second, as zinc is incorporated into the
iron based fuel deposits, the release rate of 60Co is
lower. This is probably due to the lower solubility
of the zinc rich crud, reducing 60Co incorporation
into the oxides on primary system piping and
components. In addition, due to the lower solubili-
ty, the amount of 58Co and 60Co released to the
reactor water during a shutdown period is re-
duced. Therefore, the activity remains within ox-
ides on the in-core materials and in the fuel
deposits. As such, part of the activated corrosion
products are removed when fuel is replaced. How-
ever, the degree of 60Co suppression is a function
of the zinc concentration in the reactor water,
similarly as the effect of zinc on the reduction in
the corrosion rate.[61,62] There are also other
explanations: The pHT may increase significantly
close to the fuels cladding surface due to the
boiling. This leads to decreased solubility of the
fuel crud. Similarly, the pHT increase would lower
the solubility of oxides on in-core Stellite
parts.[53,64]
Operational experience has indicated that zinc
demand is increased after each refuelling outage
as a result of the zinc is dissolved from the oxides
during the shutdown period and there are new
surfaces inserted during the refuelling.
5.1.2 Zinc water chemistry in PWRs
5.1.2.1 Effects of zinc dosing on activity levels
in PWRs
As discussed in the previous chapter, zinc has
been used widely in BWRs to obtain lower activity
in-corporation into oxides on the primary system
surfaces. Several studies have also been carried
out in out-of-core loops to evaluate the effect of Zn
under typical PWR environments.[18,75,56] The
results have shown that dissolved zinc in the ran-
ge of 10 to 40 ppb reduces the pickup of 60Co by a
factor of 8 to 10. Zinc injections have resulted also
in thinner oxide films. These studies suggested
that zinc addition may be a cost effective method
to reduce the rate of activity build-up also on the
primary circuit surfaces in PWRs.[76]
Even though only two operating PWR plants
have reported preliminary results from the zinc
injection tests, the results so far look rather prom-
ising. Investigations at Farley-2 unit have shown
that out-of-core exposure rates can be reduced by
injecting low concentrations of natural zinc into
the primary coolant. The zinc content in the cool-
ant was maintained in a range of 35–45 ppb for
approximately nine months. Measured radiation
dose rates decreased significantly at steam gener-
ator channel heads and at the main coolant piping
compared to the cycles without Zn. An encourag-
ing observation was also that 65Zn was less than
10% of the radioisotope mix and only a minor
contributor to the increasing dose rates.[57,17]
The second PWR which has performed Zn
dosing into the primary coolant, is Biblis NPP in
Germany. In Biblis, the dosed Zn concentration
was very low (< 5 ppb) and therefore rather small
reduction of activity incorporation into the oxide
films was observed.[78]
Some controversy exists in the published re-
sults. The tests which were carried out at MIT
test reactor under PWR conditions using Zn injec-
tions showed no beneficial effects on the activity
incorporation. In addition, no changes in the
amount of deposited corrosion products on the
metal surfaces were observed.[78] However, the
tests performed at OECD Halden test reactor in
typical PWR environments have shown that the
activity incorporation during zinc injection peri-
ods was lower than in the coolants without Zn
addition.
5.1.2.2 Changes in PWR coolant chemistry
during Zn dosing periods
The first plant experiments of zinc additions (as
zinc acetate) at Farley-2 unit were started in mid
June 1994, about six months after the cycle 10
start-up. Zinc was injected for 11 days before it
was detected in the primary water.[76] However,
during the temperature decreases, the zinc con-
centration increased even though the Zn injection
was stopped. The decrease in the zinc concentrati-
on in the coolant was much slower than expected
indicating that zinc was being released from the
oxide films. After the zinc injection was re-started
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and the plant returned to full power operation, the
zinc concentrations returned to the nominal le-
vel.[77]
The activity of soluble 60Co in the coolant did
not change after the Zn injection. A similar trend
was also observed at Biblis during the Zn dosing
period.[78] A review of the data showed that
nearly all of the cobalt activity was in insoluble
form in the primary coolant whereas 65Zn activity
was predominantly in the soluble form. The calcu-
lations showed that some of the 65Zn must have
originated from the core crud. This indicates that
some of the zinc in the coolant was exchanging
with the zinc in the core crud or causing the
activated zinc to be released.[76,77]
5.1.3 Effect of zinc on activity
incorporation into oxide films
5.1.3.1 Zinc and oxide films under oxidising
conditions
The incorporation of zinc can be assumed to de-
pend on the oxide film structures but not on the
plant type. Therefore, the effects of zinc dosing
discussed in these following chapters are based on
the oxidising (BWR, NWC) or reducing (BWR,
HWC and PWR) conditions of the primary coolant.
The oxide films on the carbon steel (CS) surfac-
es under oxidising conditions consist of hematite
and spinels. Some laboratory experiments have
shown that the greater the content of hematite,
the less protective the film is resulting in thicker
oxide films. However, hematite has no crystal
sites for divalent ions. This explains why Permer
et al. results showed that as the outer oxide film
consisted mainly of hematite, the amount of Zn
and cobalt incorporated into outer oxide layer was
low.[66] Thus activity build-up is not solely con-
trolled or explained by the total oxide thickness.
Hanzawa et al. studied the incorporation of
cobalt and zinc into the oxide films on carbon steel
surfaces using fairly high ionic concentrations
(max. Zn = 590 ppb, max. Co =1200 ppb). They
found out that the cobalt content in the oxide film
increases with increasing Co content in the aque-
ous phase even though the coolant contained 300
ppb of zinc. They also showed that the increase of
Zn in solution decreases the cobalt incorporation
into the oxide film. This indicates that zinc ions
compete with soluble cobalt ions of the adsorption
sites on the oxide film surface and consequently
suppresses the incorporation of cobalt into the
oxide films. Another interesting observation was
that zinc did not have any effect on the film
growth rate on carbon steel in oxidising environ-
ments.[72] Similarly, Lister et al. found out that
the oxide growth rate of the CS sample exposed to
zinc containing coolant did not differ significantly
from the growth rate of the oxide on the carbon
steel sample which was grown without Zn.[46]
When effects of zinc dosing on behaviour of
stainless steel samples were studied, the observa-
tions of the oxide growth rates and ion release
rates from SS oxide films turned out be totally
different. Lister et al. has shown that dissolved Zn
has a profound effect on the release rates of
corrosion products from stainless steel even in
NWC conditions. His experiments demonstrated
that addition of Zn resulted in thinner and more
protective oxide films. In addition, the release rate
of cobalt from the base metal and oxide was far
lower than that observed in the normal BWR
conditions. This indicates that zinc somehow de-
creased the transport rate of cobalt ions through
the oxide.[46]
Lin et al. verified in their zinc injections tests,
(10 ppb of Zn) that 60Co incorporation into the
oxide film on both AISI 304 SS and AISI 316 SS
was low as shown in Figure 6.[52] They was
observed also that the higher Zn concentration in
the coolant, the less activity is incorporated into
the oxide, but addition of Zn did not replace the
cobalt from the oxide as shown in Figure 8. Both
Co and Zn had highest concentrations on the oxide
surface. However, some tests showed that the
cobalt accumulation rate into the inner layer de-
creased by zinc addition even though cobalt was
dosed into the coolant continuously. Permer et al.
have also reported that Zn had a maximum con-
centration in these parts of the oxide in which
chromium concentration was also highest.[46,66]
These results seem to indicate that zinc addi-
tion reduces significantly the 60Co incorporation
into the oxide films on stainless steels as well as
reduces the ion transport through the oxide lead-
ing to thinner oxide layers. However, the zinc
dosing seems to have rather small impact on the
behaviour of oxide films on carbon steels under
oxidising conditions.
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5.1.3.2 Zinc and oxide films under reducing
conditions
An important aspect of surface oxide films formed
under oxidising and reducing conditions is their
spinel structure and distribution of metal cations
therein, because activity incorporation into the
oxide films can not be only related to film thick-
ness but is also strongly affected by film characte-
ristics and composition.
As shown in the previous chapter, Zn addition
did not have a significant effect on oxide growth
rate on carbon steel surfaces in oxidising condi-
tions. Similarly Allsop et al.[73] have shown that
those carbon steel coupons, which were exposed to
Zinc containing coolant in reducing conditions had
only slightly thinner oxide films on the surface
(2.7 μm with zinc: 3.7 μm without Zn). During
these tests in reducing environments it was shown
Figure 8. Elemental depth profiles in oxide films (AISI 304 SS, AR and AISI 316 SS,AR) exposed to
NWC-Zn(15 ppb) and NWC-without Zn conditions.[52]
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that zinc seemed to have very little effect on
activity in-corporation into the oxide films on the
CS coupons whereas a significant difference was
observed in stainless steel coupons. Based on
these results it is clear that also in reducing
environments Zn has smaller effect on oxidation
behaviour of carbon steel when compared to the
results obtained for stainless steel.[8,73,74]
Riess et al. [80] studied the influence of zinc on
the oxide films and activity incorporation of the
sample which had been exposed prior the tests in
the steam generator channel head of a PWR over
two years. They reported that the oxides on stain-
less steel specimens which were exposed to zinc
environments incorporated zinc up to 16%. These
results also showed that after the Zn injection ca.
50% lower γ-activity was measured on the samples
due to the activity release into the coolant.[80]
Therefore Riess et al. concluded that zinc is very
efficient in displacing 60Co from the contaminated
system surfaces. The initial rate of displacement
of cobalt and other elements from existing oxide is
apparently very high.[80] The spinel composition
on the specimens ranged from (FeNiZn)Cr2O4 to
(FeNiZn)FeCrO4. In addition, some of the parti-
cles on the coupon surfaces were analysed and
they corresponded roughly to the spinel
Ni0.5Zn0.5Fe2O4.[80] However, Fe,Ni-spinels were
detected only in isolated cases, which is not typi-
cal for oxides grown in high temperature water
under PWR conditions. This could indicate that
for some reason some of the outermost deposited
layer had been removed during the zinc injection
periods. The fact that the oxide thickness of SS
decreased during the exposure to the zinc contain-
ing coolant was also partly supported by Riess et al.
The studies carried out at OECD Halden Reac-
tor Project have shown that zinc injection to the
primary coolants results in thinner oxide layers
on new metal surfaces (SS, I-600, I-690, Incoloy
800) with low visible porosity. In addition Zn
injection hinders the incorporation of activity into
already existing oxides.[82,83,84,85] During the
zinc injection tests, activity pickup of the oxide
films was low in all the studied samples. In
addition, the oxides did not grow in thickness,
because the corrosion product deposition from the
solution was minimal. The lack of thick deposited
oxide layer partly explained also the observed
reduction in activity incorporation during Zn in-
jection periods.[82,83,84,85] The deposition rates
of corrosion products on primary circuit surfaces
were low, since their concentrations in the coolant
decreased due to the restricted diffusion of ions
through the oxide films. The effect of Zn on the
activity build-up is partly due to the fact that a
smaller amount of corrosion products are released
to the coolant, i.e. less corrosion products, which
can become active and be redeposited on the
tubing.[18,20] However, the tests at Halden have
shown that the rate of activity build-up on out-of-
core surfaces can be reduced only with continuous
zinc injection. Once the injection of zinc into the
coolant was stopped, the activity incorporation
into the stainless steel started to increase.[84,85]
In some tests zinc concentrations have been
highest on the oxide surface and decreased rapid-
ly deeper in the oxide. The zinc concentration
throughout the oxide film appeared to increase
with exposure time, both in terms of the maxi-
mum surface concentration and the depth of the
zinc enriched layer. In this process, time appeared
to be more determining than the zinc concentra-
tion in the coolant, probably due to complex kinet-
ics associated with combined diffusion and ion
exchange reactions. In one of the test performed
in Halden, the surface enrichment of Zn was
related to high Cr concentration on the outer
oxide film.[85] During tests done by Korb et al., it
was observed that ZnO was formed on the oxide
surface, due to the very high soluble zinc concen-
trations in the coolant (up to 281 ppb).[81] These
findings are supported by Beverskog et al. who
reported that the solubility limit of ZnO to be
roughly 60 ppb.[71,86] In some cases the highest
zinc concentration have been measured between
the inner and outer oxide films, where also the
highest Cr concentration existed.[66,85] These re-
sults seem to indicate that zinc has a fairly high
affinity for Cr rich oxide layers.
Some results show that the decrease in 60Co
deposition caused by zinc seems to be greater than
the decrease in the film thickness, indicating that
Zn may modify the propensity of the oxide to in-
corporate 60Co.[18,68] Similar results were ob-
tained also in Halden. Those test showed that
even though the oxide thickness did not change on
the studied coupons, the total amount of incorpo-
rated activity remained lower than during the
periods without Zn.[85]
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5.1.4 Correlation between role of Zn
and oxide structure
The oxides formed on the primary circuit construc-
tion materials in light water reactors are usually
spinels. On carbon steel, the oxide can be either a
magnetite or maghemite spinel depending on the
reducing or oxidising power of the coolant. On al-
loyed steels, the alloying elements are incorpora-
ted in the growing spinel oxides more or less in
the proportion to their concentration in the base
metal. The structure of spinel oxides, the cation
distribution in them as well as defects in oxides
are presented in this chapter. Moreover, the pos-
sible mechanisms of the zinc cation incorporation
into the oxide films are discussed on the basis of
these concepts.
5.1.4 Structure of spinel oxides
Bulk oxides are crystalline compounds, which con-
sists of ions packed regularly in a three dimensio-
nal arrangement. For any points in the pattern, it
is possible to find other points possessing exactly
the same surroundings. Such points define a regu-
lar lattice. One lattice point can be reached from
another point by taking a suitable number of steps
along each of three directions. This small volume
of atoms/ions is called a unit cell. The whole latti-
ce can be built up by these unit cells.[21]
The most efficient packing of uniform spheres
(ion/atom) forms a close-packed layer of spheres.
Spinel structures are based on close-packed ar-
rays of oxygen ions, which are on a face-centred
cubic lattice. Each unit cell of a spinel lattice
contains eight (8) formula units of AB2O4. This
means that each unit cell contains 32 O2– ions.
Because the spinel must be electrically neutral,
each unit cell must contain 64 positive charges. In
the face-centered cubic close-packing, each sphere
is surrounded by twelve nearest neighbours. The
volume of the structure containing n spheres with
the radius r is 5.66*r3*n. If there are n spheres in
the system, there are 2*n tetrahedral sites and n
octahedral sites. This means that in a unit cell
containing 32 O2– ions, there are 64 tetrahedral
sites and 32 octahedral sites.[22] The positions of
the sites lie as shown in Figure 9.
5.1.4.2 Classification of spinel oxides
Spinels can be classified as normal, inverse and
intermediate, depending on the location of A2+ and
B3+ ions in the tetrahedral and octahedral posi-
tions. Table II shows how the lattice sites are oc-
cupied in normal and inverse spinel:
Higher valency cations tend to prefer the octa-
hedral holes.[23] When all the eight A2+ cations
exist in the tetrahedral positions and all the
sixteen B3+ cations in the octahedral positions, a
normal spinel structure prevails. In an inverse
spinel eight higher valency B3+ ions are located in
the tetrahedral positions, and the remaining eight
B3+ ions and the eight A2+ ions with a lower charge
occupy the sixteen octahedral positions in a statis-
tically disordered manner.
The normal and inverse spinels correspond to
the extreme values of distribution of B3+ ions
between tetrahedral and octahedral sites. In in-
termediate spinels the A2+ and B3+ cations are
arranged in a disordered manner both in tetrahe-
dral and octahedral positions.[23]
A2+ and B3+ ions can be arranged in three
different ways to obtain an electrically neutral
Figure 9. Construction of the basic close-packed unit
(two packing layers for any closed-packed structure).
P = oxygen ion, O = octahedral site, T = tetrahedral
site, A,B,C, the three relative packing positions.[22]
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spinel structure:
(i) [A2+(B3+)2]8 2:3 spinel
(ii) [A4+(B2+)2]8 4:2 spinel
(iii) [A6+(B+)2]8
4:2 spinels are found in an inverse structure only,
one example being [Ti4+(Zn2+)2]8. Spinels of the
form 2:3 are found both in the normal and inverse
class. Some examples of these structures are
shown in Table III.
Several factors, such as hydration energy and
electrostatic forces between different ions contrib-
ute to the stability of an ion in an octahedral or
tetrahedral site.[26] However, an estimation of
the crystal field stabilisation energy of a cation
alone gives a reliable indication whether the ion
will occupy an octahedral or tetrahedral site de-
termining which type of spinel structure is fa-
voured.
5.1.4.3 Metal ion distribution in the spinels
according to crystal field theory
The structure of spinels can be predicted in terms
of the valence bond [28] and the molecular orbital
theories [28], but they are rather complicated to
be applied on spinels. An other possibility to esti-
mate spinel structures and how different ions af-
fect the stabilities of different structures, is to use
crystal or ligand field theory. In spite of the appro-
ximations, these theories yield quantitative re-
sults which are more in accordance with experi-
mental values than are the results of calculations
based on valence and molecular orbital theories.
The approximations used in crystal field theory,
are also included to the ligand field theory, which
differs from crystal field theory only in two ways.
In the ligand field theory, the transition metal ion
is described to be surrounded by ligands which are
either negative ions or highly polar molecules; at a
greater distance are the ions of opposite sign to
that of the transition metal complex ion. The li-
gand field also persists so long as the complex
persist and is therefore present not only when the
complex is crystalline, but also when it is a va-
pour, a melt or in solution. In the following chap-
ters, the stability of octahedral and tetrahedral
complexes is discussed on the basis of crystal field
theory.
In an oxide consisting of a close-packed struc-
ture of negative ions (like O2–), the transition
metal ions are in the sites between them. Their d
orbitals are exposed to the field between metal
nucleus and the negative charge of the surround-
ing ions. This field is known as the crystal field.
Table III. Examples of typical normal and inverse spinels. The results are based on experimental results,
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The crystal field theory assumes that the interac-
tion between the transition metal ion and sur-
rounding oxygen ions is purely electrostatic and
no covalency is included (no combination of orbit-
als).[27] The field has also a definite symmetry
and produces similar effects on all of the d orbit-
als.
The five d orbitals (of the transition metals
from Cr to Zn) in the isolated, gaseous metal ion
are degenerate (not split) as shown in Figure 10b.
If a spherically symmetric field of negative charg-
es is placed around the transition metal ion, the
energies of all five orbitals will be raised as a
result of the repulsion between the negative oxy-
gen ion and the negative electrons in the orbitals.
The five d orbitals remain still degenerate. If the
field results from the influence of the real crystal
system, the symmetry must be less than spherical
because of the finite number of oxygen ions in-
volved. This leads to splitting of the energy levels
of d orbitals, which, on the other hand, also
stabilises the system. The magnitude of splitting
varies from 10–6 eV to 5 eV depending on the
anions causing the splitting. In the crystal field
approach, the used splitting energy is denoted
with 10 Dq by definition. In ligand field theory Δo
is used usually to describe the same parameter.
The five d orbitals are split to the eg and t2g
orbitals as shown in Figure 10a.
In order to understand the interactions that
are responsible for crystal field effects, it is neces-
sary to understand the geometrical relationships
of d orbitals. In the case of six O2– ions approach-
ing a transition metal ion to form an octahedral
compound, the six oxygen anions enter along the
axes of the co-ordinate system, i.e. from the direc-
tions z, –z, x, –x, y and –y as shown in Figure
11.[28] Under these conditions, the anions will
interact strongly with two eg orbitals (shaded)
lying in the x, y z axis. The remaining three t2g
orbitals (unshaded) will be interacted to a lesser
extent, because they are directed between the
approaching anions as shown in Figure 11.
The energy of the orbitals may be raised by the
repulsion of the oxygen anions. However, by rear-
ranging the O2– ions from a hypothetical spherical
field to an octahedral field does not alter the
average energy of the set of d orbitals. Hence to
maintain the barycenter it is necessary for the 2 eg
orbitals to be repelled by an energy of 6 Dq to
balance the stabilisation of the 3 t2g orbitals to the
extent of 4 Dq as shown in Figure 11. This
constancy of the barycenter of the d orbitals is
linked to the conservation of the orbital energy
(2*6 Dq + 3*(–4 Dq) = 0). So the energy of the t2g
level relative to the barycenter of unperturbed d
orbitals is –4 Dq which is the crystal field stabili-
sation energy (CFSE) in the case of d1. For d3
(three electrons in d orbitals) the CFSE is –12 Dq.
In these configurations, the electrons remain un-
paired and enter different degenerate orbitals.
However, the fourth electron can not be placed in
to the t2g levels, without electron pairing. In the
weak field limit (low CFSE) the splitting of the
orbitals (10 Dq) is small with respect to the energy
necessary to cause electron pairing in a single
orbital and the fourth electron to enter one of the
eg levels (leading to a high spin complex). The
oxide ions in spinels provide a moderately weak
crystalline field and therefore the weak field situ-
Figure 10. Diagrammatic presentation of the splitting of d orbitals caused by electrostatic octahedral
field as well as no field situation.[27]
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ations are only considered in this report. The net
CFSE energy is then:
CFSE = (3*–4 Dq) + (1*6 Dq) = –6 Dq ( t eg g2
3 1 )
The addition of a fifth electron results in a half
filled d orbitals and the CFSE is zero. The pres-
ence of two electrons in the unfavourable eg level
exactly balances the stabilisation resulting from
the three electrons in the t2g level. The remaining
electrons are placed to the orbitals in the similar
way and the resulting CFSE are listed in Table IV,
together with the number of unpaired electrons
expected for each configuration.
Two of the most common geometries for a 4 co-
ordinate compound are the tetrahedral and square
planar arrangements. The square planar geome-
try is a special case and not discussed in this
review. Energy level scheme for tetrahedral sym-
metry is qualitatively similar to that for cubic
system, only the splitting (10 Dq) is half as large.
The d orbitals and their splitting in tetrahedral
complexes are shown in Figure 12.
In Figure 12, eight oxygen anions are ap-
proaching the central transition metal ion. If four
ligands are removed from the alternate corners of
the cube as shown in Figure 12, the remaining
oxygen anions form a tetrahedron around the
metal. In this arrangement the O2– ions do not
directly approach any of the metal d orbitals, but
come closer to the t2 orbitals directed to the edges
of the cube than to the e levels directed to the
centres of the faces of the cube. Hence the t2 levels
are raised in energy and the e levels stabilised.
Furthermore, since the barycenter rule holds, the
three t2 levels are raised by 4 Dq and the two e
levels lowered by 6 Dq from the barycenter. The
Figure 11. Complete set of d orbitals in an octahedral field. The eg orbitals are shaded and the t2g orbitals
are unshaded (a). Splitting of the degeneracy of the five d orbitals by an octahedral field (b).[28]
Table IV. Crystal field effects for weak octahedral and tetrahedral fields.
a) b)
dleiflardehatcO dleiflardeharteT
dn noitarugifnoC deriapnU snortcele ESFC noitarugifnoC ESFC
d1 t1 g2 1 qD4– e
1 qD6–
d2 t2 g2 2 qD8– e
2 qD21–
d3 t3 g2 3 qD21– e
2t12 qD8–
d4 t3 g2 e
1
g 4 qD6– e
2t22 qD4–
d5 t3 g2 e
2
g 5 0 e
2t32 0
d6 t4 g2 e
2
g 4 qD4– e
3t32 qD6–
d7 t5 g2 e
2
g 3 qD8– e
4t32 qD21–
d8 t6 g2 e
2
g 2 qD21– e
4t42 qD8–
d9 t6 g2 e
3
g 1 qD6– e
4t52 qD4–
d 01 t6 g2 e
4
g 0 0 e
4t62 0
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energy levels for the tetrahedral symmetry are
exactly the inverse of that for octahedral symme-
try. The electron pairing energy is larger than 10
Dq and the electrons enter the five orbitals re-
maining unpaired until the sixth electron forces
pairing. The d4 case results in an e2t22 configura-
tion with crystal field stabilisation of –4 Dq:
CFSE = (2 * – 6 Dq) + (2 * 4 Dq) = –4 Dq
The number of the unpaired electrons, the confi-
gurations and CFSEs are given in Table IV. Since
the absolute value of 10 Dq (in kJmol–1) is less in
tetrahedral complexes than in octahedral ones (be-
cause of the indirect effect of the O2– ions and their
smaller number), the total crystal field stabilisati-
on is much less important than with octahedral
complexes. There are several factors affecting the
extent of splitting of the d orbitals. Some values
for 10 Dq of aqua complexes of the metal ions of the
first transition metal series are listed in Table V.
Some trends in the table become apparent. The
ionic charge on the metal ion has a direct effect
upon the magnitude of Dq. This is expected, since
the increased charge of the metal ion will attract
the O2– ions more closely, hence they will have a
greater effect on perturbing the metal d orbitals.
Secondly, the splitting in an octahedral field is
more than twice as strong as for a tetrahedral
field from the same metal ion:
10 Dqtd = 4/9 * 10 Dqoh
in which 4/9 is based on the square of the ligand
interactions (42/62).
There are several factors that influence the
adoption of tetrahedral or octahedral co-ordina-
tion, and occasionally the balance between oppos-
ing factors is a delicate one. From a purely electro-
static viewpoint, octahedral co-ordination is fa-
voured because six ligands are approaching in-
stead of four (O2–). On the other hand, if the
ligands are bulky then the ligand-ligand interac-
tion may cause some opposing effects.
Tetrahedral complexes are always in the high
spin. As a result, the maximum CFSE can be 12
Dq which converted to octahedral field equiva-
lents, is only 5 Dq (12 Dq*4/9). Therefore, when
comparing a given ion in a tetrahedral field with
the same ion in an equivalent octahedral site, the
ion is always at least as stable in the octahedral
hole, usually more so. The difference in energy
which always favours the octahedral case, is
termed octahedral site stabilisation energy
(OSSE), since the term was originally applied to
cationic preference for octahedral holes in anionic
lattices. Some estimates of OSSE in kJmol–1 are
shown in Table VI.
For some configurations, such as d1, d2, d5
(Zn2+), d6, d7 and d10 the advantage of the octahe-
dral arrangement in spinels is little or nothing.
Others, such as d3 (Cr3+) and d8 (Ni2+), are strongly
favoured to be octahedral as shown in Table VI.
Fe3+ in trevorite (NiFe2O4), is located both in
tetrahedral and octahedral sites and Ni2+ in octa-
hedral sites as shown in Table III. For the d5 Fe3+
ion the CFSE is zero for both tetra and octahedral
sites, but the d8 Ni2+ ion has an OSSE of 8.45 Dq
(Table VI) or approximately 96 kJmol–1 (Table V).
This CSFE advantage for Ni2+ ion in the octahe-
dral holes is sufficient to invert the structure.
Similarly also in magnetite, Fe3O4, the d6 Fe2+ ion
Figure 12. Complete set of d orbitals in a tetrahedral field. The eg orbitals are shaded and the t2g orbitals
are unshaded (a). Splitting of the degeneracy of the five d orbitals by an tetrahedral field (b).[28]
a) b)
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is stabilised to the extent of 1.33 Dqoh to cause an
inverse structure to be formed.
Not all metal ions of the first transition metal
series form a spinel which has an inverse struc-
ture. All the chromium spinels ACr2O4 have the
normal structure as a result of the strong octahe-
dral site preference of Cr3+. Further examples of
spinels are listed in Table III. When applying the
crystal field theory, one must remember that the
structure of the oxide films, forming on the con-
struction materials, is mainly governed by the
operation environment. However, as soon as the
transition metal ion is incorporated into the spinel
structure, by using crystal field theory, it is possi-
ble to obtain an estimate how it will affect the
crystal system. The oxide growth itself depends
also on the ion transport through the oxide which
is governed significantly by the defect concentra-
tion in the oxide film. This is discussed in some
detail in the next chapter.
5.1.4.4 Defect structures in oxides
Solid materials are never perfect at temperatures
above absolute zero but contain imperfections or
defects in their structure. In spite of the often low
concentration of defects, many important proper-
ties of solids are governed by their presence in the
lattice. For example, the diffusion of or conduction
by ions and electrons in crystalline compounds
depend on the defect concentration in the latti-
ce.[31]
In general, vacancies in an oxide lattice can
result from imperfect packing during the original
crystallisation or they may arise from thermal
vibrations at elevated temperatures. Vacancies
can be single or two or more of them may conden-
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sate into a multi-vacancy. The presence of a va-
cancy does not mean that one lattice site is vacant
while all the surrounding lattice particles remain
in their original positions. However, it is possible
that the neighbouring particles are moved from
their original positions so that a certain distortion
of lattice occur near the vacancy but at a greater
distance the lattice is unperturbed.[29,32]
Behaviour of the lattice atoms on the surface of
the crystalline compound differs also from that in
the bulk. The surface atoms have neighbouring
atoms only on one side. Therefore, they have a
higher energy and they are less firmly bonded
than the internal atoms. If additional atoms were
to be deposited on the surface atoms, energy
would be released just as it is released when two
individual atoms are combined.[33] Stacking
faults, internal surfaces (i.e. grain boundaries),
twin boundaries and different types of disloca-
tions belong to line or plane defects. They may
also offer preferential pathways for the transport
of species in the film.[30,33] A comprehensive
consideration of line and plane defects is beyond
the scope of this survey.
5.1.4.5 Mechanisms by which zinc affects
activity incorporation
A general observation in all the reported zinc tests
has been that Zn injection to high temperature
water results in thin oxide layers with low visible
porosity on new metal surfaces. In addition, the
already existing oxide films do not grow in thick-
ness, partly because corrosion product deposition
from the solution is minimal.[67,82,83,84,85] It
has been postulated that zinc somehow decreases
the defect concentration in the spinel structure by
occupying existing holes in spinel lattice. This
should slow down the ion transport though the
oxide, leading to a reduced rate of oxide growth
and the formation of thinner oxide films. [46,59,
66,67] The lack of thick deposited oxide film is
likely to contribute to the observed low in activity
levels in the existing oxides during Zn injection
periods. However, the exact mechanisms by which
zinc reduces activity incorporation into the oxide
films are not yet known. It has been postulated
that Zn may either replace the active and inactive
cobalt from the oxide[46] or may block the adsorp-
tion sites for 60Co pickup.[52,59,65]
As mentioned in the previous chapter cations
can be placed in the spinel structure either in
tetrahedral or octahedral positions. Co as well as
Zn can be considered as dopant ions in the oxide
structure. To calculate displacement energies re-
quired to replace one ion with another, the follow-
ing energies are required: (i) Madelung and short-
range energies, (ii) the crystal field stabilisation
energy for an ion in a crystal site. These calcula-
tions show that zinc has a very strong stabilisa-
tion in tetrahedral sites, and in fact it should be
able to displace all other divalent cations from the
chromites. This could explain the function of zinc
in promoting thinner and more protective oxide
films and inhibiting the incorporation of cobalt
into the chromium rich oxide film.[47] Some labo-
ratory experiments have shown that displacement
Table VI. Relative crystal field stabilisation energies (CFSE) and resulting octahedral site stabilisation






qD dt qD ho
d1 6 76.2 4 33.1
d2 21 33.5 8 76.2
d3 8 55.3 21 54.8
d4 4 87.1 6 22.4
d5 0 0 0 0
d6 6 76.2 4 33.1
d7 21 33.5 8 76.2
d8 8 55.3 21 54.8
d9 4 87.1 6 22.4
d 01 0 0 0 0
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reaction is possible, but a chromium rich oxide
film (throughout the film) is required for suitable
solid state reactions to occur. In addition, high
zinc concentrations as ZnO should exist on the
oxide surface.[85] If the chromium rich oxide film
has incorporated cobalt (CoCr2O4) and zinc
(ZnCr2O4), an addition of ZnO to a stoichiometric
mixture of CoCr2O4 and ZnCr2O4 may result in the
formation of CoO and Co. Due to the high solubili-
ty of these oxide phases, the cobalt concentration
in the aqueous phase should increase by almost
four orders of magnitude. This would automatical-
ly lead to a lower cobalt concentration in the oxide
film.[81]
An other way for zinc to affect is to compete
with cobalt for occupancy of surface sites as the
oxide is formed and thereby effectively block the
routes for cobalt incorporation.[18] This can be an
important intermediate stage in the incorporation
of cobalt and zinc into the oxide film.
It has been suggested that the transition metal
ions at concentrations higher than 10 ppb would
practically saturate the available adsorption sites
for 60Co. Although 60Co could compete with all
ions, the total amount of 60Co which could reach
the reaction/adsorption/ion-exchange sites would
be significantly diluted by the competing ions.
Also the fact that zinc ions have shown to signifi-
cantly retard the film growth leads automatically
to a smaller number of available adsorption sites
for 60Co which are limited by both the thinner film
and the competition from zinc ions.[52,59,65] The
blocking of the adsorption site may control, if the
solid state reactions explained above can not occur
or are very slow. The different mechanisms could
explain why some research groups have made
totally different observations.[85]
5.1.5 Zn water chemistry and
stress corrosion cracking
As discussed in the chapter 4.2, the models deve-
loped for SCC assume that the anodic and corres-
ponding cathodic reactions contributing to crack
growth occur partly on or in the oxide films. Thus,
the rates of these reactions may control the crack
propagation rate, in which case the properties of
the oxide films play a crucial role in determining
the susceptibility of the material to SCC. The
crack initiation always involves rupture of the oxi-
de film on the construction material. Therefore, a
deliberate injection of some additional ions, such
as Zn, into the coolant affecting the behaviour of
oxide films is likely to have an impact of the sus-
ceptibility of the materials to SCC.
5.1.5.1 Effect of Zn on PWSCC of Inconel
600 in PWRs
Primary water stress corrosion cracking (PWSCC)
of Inconel 600 components has become an increa-
sing problem in western PWRs. Even though the-
se cracks have not been a safety issue, they pose a
significant reliability and economic concern. The
first PWSCC indications were observed in U-bend
steam generator tubes. The SG tubing is a physi-
cal boundary between the primary and the secon-
dary waters. Hence it is essential that the integri-
ty of the tube remains secured. During the last
years cracking has also occurred in various types
of penetrations, such as instrument and pressure
vessel penetrations, pressuriser heaters and nozz-
les. The cracking in PWSCC is controlled by a
combination of stresses, environment (temperatu-
re, pHT, [H2]gaseous etc.) and material microstructu-
re (distribution of carbides, grain size, etc.). [19,
101] The initiation needs an induction time, i.e.
the time needed for an apparently smooth surface
to develop a crack. This is followed by crack propa-
gation, which finally leads to tube rupture.
Early studies by Esposito et al. showed that
zinc injections (50 ppb doses as zinc borate) ap-
peared to significantly affect the stress corrosion
cracking behaviour of Inconel 600 MA steam gen-
erator tubing material.[20] These tests were car-
ried in typical PWR environments with 25 cc/kg of
hydrogen using highly stressed U-bend specimens
(RUBs). In the tests where Zn was injected into
the water formed oxide layer on all specimens the
was thinner. The surface film analysis showed
that Zn existed throughout the film. In addition,
there were significant changes in the PWSCC
initiation times in all materials between the sam-
ples which were exposed to waters with and
without Zn as shown in Figure 13.
The time for PWSCC initiation of the speci-
mens made from the heats 1019 MA and 96834
MA in zinc containing water was 2.5 times longer
than for the specimens exposed to the coolant
without zinc. The thermally treated specimen
made of heat 752537 TT did not experience
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PWSCC initiation at all in zinc containing water,
even though 50% of the specimens exposed to high
temperature water without Zn experienced the
SCC initiation. Zinc seemed also to reduce the
relative extent of the cracking, in terms of less
crack density and shorter crack lengths.[20]
A more detailed analysis of the same speci-
mens done by Byers et al. revealed that iron and
chromium concentrations in the oxide of Inconel
600 were higher when also Zn was incorporated
into the oxide film. The analysis of chromium
binding energies indicated that a chromium–zinc
phase was possibly formed.[68]
Due to the potential benefits of zinc additions
on mitigating PWSCC of Alloy 600, the following
demonstration was carried out at Farley 2 unit.
The zinc concentration (added as zinc acetate) was
kept at 40 ppb in the primary coolant for 9 months
during the cycle 10. Eddy current measurements
were made from all hot leg tube ends at the top of
the tube sheet during the outage. These measure-
ments showed that the rate of PWSCC had de-
creased during the presence of Zn. The detailed
analysis of the formed oxide layers asserted that
zinc was incorporated into the oxide in the same
extent as in the laboratory tests during which
decrease of PWSCC had been observed. However,
due to the rather short zinc injection period and
possible contributions from other actions taken,
no firm conclusion on the benefit of zinc addition
could be drawn. These referred actions taken
included shotpeening of the hot leg tube ends in
1987 which most likely had resulted in a declining
number of new indications of PWSCC since 1990.
[76,77]
Bergmann et al. have reported results from the
crack growth rate tests using passively loaded CT
specimen made of Inconel 600.[77] No crack prop-
agation was observed in the specimens exposed to
the coolant containing zinc, whereas all specimens
in the coolant without zinc exhibited crack propa-
gation. However, quite different results were ob-
served by Airey et al.[105] They dosed 40 ppb of
zinc (as zinc acetate) into typical PWR primary
coolant but did not see any effect of zinc on the
SCC initiation times with the used specimens
(reverse u-bend and bent beam specimens). The
crack growth rate measurements (using compact
wedge open loading specimens) did not indicate
any benefit from the zinc injections either. Howev-
er, the test results showed that the formed oxides
were thinner and enriched with chromium due to
the zinc addition.
5.1.5.2 Effect of Zn on IGSCC in BWRs
Andresen et al. [107,108] have studied the effects
of Zn on stress corrosion cracking of different allo-
ys under the BWR conditions using CT fracture
mechanics specimens. The specimens were expo-
sed to high purity water containing different
amounts of oxygen and impurities under study at
288 °C. Zn concentrations of 5 to 100 ppb (as ZnO)
were found to reduce crack growth rates in all
studied materials. However, the factor of improve-
ment with Zn addition was usually lower than
that obtained when changing from NWC to HWC.
Some of the results are summarised in Figure 14,
which shows the crack growth rate (CGR) as a
function of corrosion potential and zinc concentra-
tion.
The results clearly indicate that zinc had the
most significant effect on the CGR when the
corrosion potentials of the studied materials were
around 0 mVSHE. This was the low limit of the
investigated potential range during the Zn tests.
At higher potentials the difference between crack
growth rates in non-Zn and in Zn containing
coolants was less obvious, Andresen et al. related
Figure 13. Mean PWSCC initiation times for dif-
ferent conditions of Inconel 600 reverse U-bend spec-
imens.[20]
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this observation to two issues: first, at higher
corrosion potentials, the potential gradient within
the crack becomes larger which increases the
anion concentration within the crack but drives
more cations (including Zn2+) out of the crack.
Second, at higher potentials the crack growth
rates in general are higher therefore providing
less time for Zn to have effect on IGSCC. The
largest effect of Zn resulted from long term expo-
sure, low corrosion potentials and long hold times
between unloading cycles.
Similar test results were also obtained by Het-
tiarachchi et al.[109] They reported that if the
oxygen concentration was reduced below 100 ppb,
the probability of IGSCC to occur could be signifi-
cantly reduced in the presence of zinc (dosed as
ZnO). This improvement existed even at very low
zinc concentrations (3 ppb), and no additional
benefit was observed using higher Zn concentra-
tions (100 ppb). They measured also the corrosion
potential of the specimens as a function of oxygen
concentration with and without Zn. In the pres-
ence of zinc, the corrosion potential of specimens
decreased approximately 70 mV in solutions con-
taining high O2 concentrations. With low oxygen
concentrations, the decrease in corrosion potential
was even larger (roughly 120 mV), as shown in
Figure 15.
It was concluded that addition of Zn provides
the benefit by moving the corrosion potential into
more negative values similar to hydrogen.[109]
However, the effect of zinc was significantly small-
Figure 14. Overview of the crack growth rate re-
sponse vs. corrosion potential and Zn addition.[108]
Figure 15. The influence of zinc on the corrosion
potential of the specimen at different dissolved oxy-
gen  levels.[109]
Figure 16. Oxide rupture strain as a function of Zn
for type AISI 304L SS exposed to 200 ppb O2 and
deareated high purity water up to 166 h at 288 ºC.
[111]
er. This was clearly shown in the test in which the
water contained 200 ppb of oxygen, 100 ppb Zn
and 10 ppb hydrogen. The crack growth rate of
Alloy 182 weld metal was reduced only when
excess of hydrogen was present in the water.[110]
This agrees with the results reported by Andresen
et al. (see above).
According to the slip-dissolution model, an in-
crease in oxide film rupture strain or re-passiva-
tion kinetics of a new surface at the crack tip will
improve the resistance to IGSCC or reduce the
crack growth rate. The results of Angeliu et al.
show that as the zinc concentration in the coolant
increases, the oxide film rupture strength of AISI
304L SS increases as shown in Figure 16.[111]
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In addition, long term tests showed that an
exposure over 300 hours to a solution containing
only 20 ppb of Zn resulted in similar oxide rupture
strain as with 60 ppb of zinc in short term tests.
High zinc concentrations provide a greater driving
force and availability for Zn incorporation. Howev-
er, similar effects can be obtained with low Zn
concentrations if long enough exposure times are
allowed.
Angeliu et al. have also measured the re-
passivation kinetics of Fe-12 Cr steel in high
temperature water. In all the studied environ-
ments, the measured re-passivation current den-
sities were similar immediately after the film
rupture with and without Zn.[111] This has been
verified also with more recent measurements,
which showed that re-passivation kinetics of In-
conel 600 (up to ~100 s) were not affected by Zn
addition.[112,113] However, after 104 s the meas-
ured current densities of Fe-12 Cr steel were
lower in the presence of Zn. This indicates that
the study of the mechanisms by which zinc is
changing or affecting electrical and mechanical
properties of the oxide films, requires long enough
exposure time.
5.1.5.3 Comments of zinc effects on SCC
As discussed in the chapter 4.2, the properties of
the oxide films on construction material surfaces
may have a strong influence on SCC. The thick-
nesses of the oxide films have been lower in all
zinc injection tests than in the tests without
zinc.[67] It has been postulated that Zn2+ slows
down the iron transport though the oxide, leading
to a reduced rate of oxide growth and to the for-
mation of thinner oxide films. It is assumed that
this kind of thinner oxide is less likely to break
and expose the base metal to the environment
than a thicker oxide with a higher defect concent-
ration.[106] Therefore, the influence of zinc on
SCC is likely to be due to its incorporation into the
oxide films. To be able to affect cracking process
zinc has to reach the oxide surface in the crack
and have enough time to be incorporated into the
oxide. The probability for these processes to take
place depends also on the corrosion potential as
described below.
At higher corrosion potentials, the potential
gradient within the crack becomes larger and
increases the anion concentration within the crack
and drives more cations (including Zn2+) out of the
crack. Therefore, the laboratory results which
show that at higher corrosion potentials the differ-
ence between crack growth rates in non-Zn and
with Zn containing coolants was less substantial,
are consistent with the ion distribution within the
crack.[107,108] It has been shown both in labora-
tory and in operating power plants that addition
of Zn (as ZnO) increases pHT of the high purity
water moving the ECP of the materials slightly in
the negative direction. This decreases the poten-
tial difference in the water between the crack
mouth and crack tip and enables more zinc ions to
be transported into the crack surfaces.[109]
Secondly, at higher corrosion potentials the
crack growth rates in general are higher providing
therefore less time for Zn to have an effect. The
largest effect of Zn resulted from long term expo-
sure, lower corrosion potentials and long hold
times between unloading cycles.[107,108] The re-
passivation kinetics of fresh crack surface in high
temperature water were similar with and without
Zn immediately after film rupture. This indicates
that the mechanisms by which zinc is changing or
affecting the electrical and the mechanical proper-
ties of the oxide films, requires long enough expo-
sure time in zinc containing coolant. On the other
hand, higher zinc concentrations provide a greater
driving force and availability for Zn incorporation
resulting accordingly, shorter exposure times to
observe the benefits.[111]
5.1.6 Detrimental effects of zinc
As discussed in the chapter 5.1.1.1, the plants do-
sing natural zinc have observed that the activati-
on of 64Zn to form 65Zn adds to the inventory of
activated corrosion products in the plant. Zn injec-
tions have also resulted in the deposition of hard,
tenacious crud on fuel cladding surfaces. For some
reason eddy current measurements have given ex-
traordinary high values for oxide thickness on fuel
cladding surfaces. In addition, the restructured
crud deposits on fuel cladding surfaces have been
reported to be resistant to brushing with stainless
steel bristles. The changes in crud loading during
the zinc injection periods at Hatch-1 unit are
shown in Figure 17. The zinc concentration in the
oxides on cladding material has increased from
5% up to 20%. Prior to zinc injections, the Zn sour-
ce had been the brass condenser tubes. The depo-
sits were analysed to have a structure typical for
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magnetite, but based on the chemical analysis the
composition of the spinel was most likely ZnFe2O4.
Crystallographic analysis also showed that the
formation of spinels in the fuel deposits increased
with increasing zinc concentrations in the reactor
water.[91]
The rod average crud loading on the Hatch 1
rods was relatively low, as shown in Figure 17,
partly due to low feed water Fe concentrations. On
the other hand, the crud loading on the Hope
Creek rods was relatively high, because of a high-
er feed water iron input (6–8 ppb). In general, the
thermal conductivity of iron based oxides in solid
form is higher than that of the zirconium oxide on
fuel cladding surface. However, if dry steam forms
within a delaminated oxide or tenacious deposits,
the thermal conductivity could decrease by a fac-
tor of 8, increasing the temperature of the fuel
cladding. Thus, the combined effect of increased
tenacity and crud loading with increasing burn-up
could become significant.[61,91,92]
In PWRs, the fuel performance has been less
sensitive to water chemistry conditions, mainly
because of the negligible surface boiling. Addition
of Zn to the primary coolant has been suggested to
present a potential risk for fuel reliability. Howev-
er, no detectable effects on cladding corrosion
have been observed at Farley-2 unit after Zn
additions for 9 months. In addition to this plant
demonstration, an in-core loop test was carried
out at Halden test reactor to provide an early
warning of any deleterious effects of zinc injec-
tions on the fuel cladding behaviour. Both fresh
and re-irradiated fuel segments were exposed to
PWR conditions with 50 ppb of Zn. The results
showed no apparent effects of zinc on either corro-
sion or hydriding of the low tin and standard
Zircaloy cladding. Although no effect of Zn is
anticipated based on the experience from Halden
tests and Farley-2 results, continuous monitoring
of fuel is recommended if the zinc injections are
carried out.[76,77,93,94]
One of the early concerns in the plants using
zinc dosing was whether the oxide films formed
during the presence of zinc could be decontami-
nated using currently available chemical process-
es. In the past years, decontaminations have been
carried out in several plants and they have been
highly successful in all but one case, as shown in
Table VII. However, the precise cause for the
ineffective decontamination is not yet known.[61]
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Figure 17. Crud loading in Hatch-1 fuel bundles under HWC chemistry with Zn and no-Zn addition.[91]
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5.1.7 Alternatives for zinc injection
To overcome the problems associated with the use
of zinc water chemistry, several research groups
have studied alternatives for zinc by evaluating
the general properties and characteristics of diffe-
rent metal ions. A possible way to prevent deposi-
tion of cobalt into the oxide surfaces is to maintain
its concentration in the aqueous phase as low as
possible compared with the concentrations of ot-
her ions which compete with Co for adsorption or
lattice sites. According to Niedrach and Stadder
the order of incorporation of transition metal ions
into the existing oxides is Ni ≅ Co > Zn > Mn.[52]
This was supported by the results of Lin et al.,
who showed that both zinc and nickel can effecti-
vely suppress the 60Co build-up in the oxide film
as shown in Figures 18 and 19. It has been sugge-
sted that other transition metal ions such as Mg2+,
Mn2+ may behave similarly.[52]
The results of Osato et al. indicated that the
effects of Ni2+ dosing into the high temperature
water decreases the up-take of cobalt into the
oxides under HWC environments. The activity
build-up on electropolished and as-received stain-
less steel samples became lower during Zn and/or
Ni addition when compared to the samples, which
were exposed to the high purity coolant. However,
the activity in-corporation into the carbon steel
samples was not inhibited to the same extent.[87]
Korb et al. have also studied alternatives for
zinc. The remaining elements of interest left after
their evaluation were Ca, Mg, Mn and Sr. Fur-
thermore, the results showed that for trivalent
cations the chromites have higher stability than
the ferrites. With regard to bivalent cations, Zn,
Co, Ni, Fe, Mg and Mn, the trends are not so
systematic. In addition, the reaction conditions
had a considerable influence on the order of stabil-
ity of the spinels involved. However, some conclu-
sions were drawn: Co spinels appered to be more
stable than the spinels containing Fe and Ni.
Moreover the affinity of Zn for spinels was sug-
gested to be even higher than that of cobalt.[81]
Uetake et al. studied also how different ions
affect the deposition of activity into the oxide films
on AISI 316 SS. They found out that Al has almost
same reducing effect as Zn as shown in Figure 20.
Mg2+ was also studied with same molar concentra-
tion, but no inhibition of activity incorporation
was seen.[90]
Iron injection in BWRs has been widely used in
Japan as well as in some plants in USA and
Europe. The idea is to control the composition of
crud on fuel by means of controlling the concen-
trations of Ni and Fe in the coolant, in order to
minimise the concentrations of soluble 60Co and
58Co. The crud on the fuel consists mainly of Fe
Figure 18. Comparison of 60Co deposition on as-
received AISI 304 SS samples under NWC condi-
tions with metallic ions at 15 ppb.[52]
Figure 19. Comparison of 60Co deposition on as-
received AISI 304 SS samples under HWC condi-
tions with metallic ions at 15 ppb.[52]
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and Ni, which have been deposited as NiFe2O4. If
the iron to nickel ratio in the coolant is two to one,
Fe and Ni will form nickel ferrite, from which
cobalt can replace nickel to some extent. This
leads to lower levels of activated cobalt in the
coolant due to the low solubility of the spinels. Too
small amount of Fe in the coolant results in the
formation of NiO and subsequently to a higher
release of 60Co and 58Co. The effects of iron injec-
tion on the concentrations of activated cobalt
isotopes and nickel in the reactor water are shown
in Figure 21.[88]
However, some Swedish results have shown
that iron injection has led to increased activity
build-up in the oxides on SS piping surfaces.[88]
This has been reported to be due to the changed
oxide structure in the primary circuit. During the
low iron concentration in the coolant, typical BWR
oxide loses the outermost hematite layer and
leaves behind a nickel ferrite oxide layer, which
reduces the tendency of the surface to take up Sb-
124.
In some Japanese plants 60Co concentrations in
the coolant have increased even though the Fe/Ni
ratio has been optimised. The reasons are still
unknown but several possible mechanisms have
been proposed, such as the adverse effect of not
pre-oxidised fuel surfaces and higher than normal
Cr concentrations in the coolant.[89]. Uetake et al.
confirmed that the fuel surfaces must have an
existing Fe crud before the iron injections remain
effective. The metal ions deposit as hematite and
nickel and Co monoxides on fuel cladding surfaces
as a result of growing steam bubbles. As the
bubble reaches a critical size it will leave the
surface. A part of the deposits re-dissolve and the
rest of them form ferrites. This process allows
incorporation of Co into the oxides. If enough Fe
exists in the solution more Co will be incorporated
into the stable spinel.[90]
Nevertheless, the overall understanding of the
processes within the oxides is still lacking. This
complicates the optimisation of primary coolant
conditions to further decrease dose rates at oper-
ating power plants.
5.2 Noble metal water chemistry
5.2.1 Principles of noble metal water
chemistry
As discussed in the preceding chapters 4 and 4.2,
the susceptibility for the stress corrosion cracking
of construction materials in BWRs can be mitiga-
ted by adding hydrogen into the feed water. This
decreases the levels of oxidising species and thus
lowers the corrosion potential (ECP) of the
construction materials. This has been shown to
apply both under irradiated (IASCC) and unirra-
diated (IGSCC) conditions as shown in Figures
22a and 22b.[114]
Figure 20. The effect of metal ion additions on Co
incorporation into existing oxides.[90]
Figure 21. Effect of iron injection on cobalt isotopes in reactor water at Forsmark 3.[88]
S T U K - Y T O - T R 1 5 2
39
The low corrosion potentials of construction
materials are obtained only if all oxygen which
diffuses onto the material surface is consumed by
the formation of water. The minimum amount of
hydrogen needed (CH:CO = 2:1) corresponds to a
1:8 CH/CO weight ratio. Therefore, the hydrogen
threshold concentration is ≥ 1/8th of the oxygen
concentration expressed for example in ppb. Labo-
ratory experiments have shown that even lower
hydrogen concentrations (CH:CO = 1:12) are suffi-
cient to decrease the measured corrosion poten-
tials, because the diffusivity of hydrogen in the
water layer next to the oxide surface is higher
than that of oxygen or hydrogen peroxide. The
mechanism by which catalysed surfaces behave is
shown in Figure 23.[116]
The measured or calculated ECP depends on:
(1) the exchange current densities (io) for different
reactions (io, reversible reaction rate at equilibri-
um), (2) the rate constants for reactions which
determine the activation controlled polarisation
response and (3) the diffusion coefficients for
gases and ions, which determine the diffusion
controlled response (or the limiting current densi-
ties, iL shown in Figure 23). These parameters are
dependent on the studied system. They are affect-
ed by O2, H2, H2O2 concentrations, the surface
condition, the surface composition (stainless steel,
noble metal modified alloys, etc.) and the flow rate
of bulk solution.[117]
The corrosion potential is governed by a bal-
ance between the total oxidation and reduction
reaction rates that occur on the material surface.
In a simplified situation as shown in Figure 23,
Figure 22. Observed and predicted crack growth rate as a function of corrosion potential.[114]
Figure 23. Schematic Evans diagram showing the intersection points for the curves of oxygen reduction
and hydrogen oxidation on stainless steel and Pt.[116]
a) b)
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the corrosion potential (Ei,SS/Pt ) is fixed to the
potential, where the O2 reduction curve intersects
the H2 oxidation curve. Typically, the construction
materials have a low exchange current density for
O2 reduction and H2 oxidation. This means that
even with moderate oxygen concentrations the
corrosion potentials of different materials can rise
to fairly positive values as shown in Figure 23 by
the points E3SS,...,E7SS. Low potentials can be
achieved only with very low oxygen concentra-
tions where O2 reduction becomes diffusion limit-
ed (like the curve for iL1 in Figure 23) and inter-
sects the H2 oxidation curve at a current density,
lower than the exchange current density for H2
oxidation. However, catalytic surfaces have a high
exchange current density for H2–H2O oxidation
and reduction. Therefore, the corrosion potential
of Pt stays low even at fairly high oxygen concen-
trations as shown in Figure 23 by the points
E2,Pt,...,E6,Pt . This is the basic phenomenon which
explains the efficiency of noble metal coatings in
obtaining low corrosion potentials of the in-core
components even with low hydrogen dosing into
the feed water.
Noble metals have been used as catalytic sur-
faces in science for a long time. If the construction
material surface could be made to behave like a
noble metal surface, it would catalyse the recom-
bination reaction between hydrogen and oxygen,
decreasing the corrosion potentials with reasona-
bly low hydrogen concentrations. This would also
result in lower main steam line dose rates as
shown in Figure 24. In plant applications the
amount of hydrogen needed to reduce potentials
enough has shown to be plant specific and is
always in excess of the stoichiometric amount
required for the recombination with oxygen to
form water. In the out-of-core regions, hydrogen
additions have resulted in low enough corrosion
potentials, but the materials in in-core locations
can be protected only with much higher hydrogen
concentrations.
An additional benefit of a lower corrosion po-
tential is higher acceptable impurity levels in the
coolant without effect on the crack growth rates as
shown in Figure 25. During this test the conduc-
tivity was changed from 0.11 μScm–1 to 0.86 μScm–
1 without any effect on crack growth rate. This
shows that low corrosion potentials provide high
tolerance to severe water chemistry transients
(e.g. impurity in-leakage).
5.2.2 Different types of noble metal
coatings
A variety of different types of noble metal coating
techniques have been developed for improving the
catalytic properties of oxide surfaces on structural
materials. The noble coating on the metal surface
can be obtained using electro- or electroless pla-
ting and vapor deposition. However, these techni-
ques can be applied only in autoclaves or in other
laboratory environments. Surface analysis has in-
dicated that typically several weight percent of
Figure 24. Schematic basis for the use of noble
metal technology in BWRs.[115]
Figure 25. Response of Pd coated CT specimen at
low corrosion potentials and high conductivity val-
ues.[117]
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Figure 26. Crack length, corrosion potential and
outlet conductivity vs. time for CT specimen.[122]
Figure 27. Corrosion potential response of a Pd
doped and a reference AISI 304 SS specimen to
H2/O2 molar ratio.[110]
the amount of noble metal was incorporated into
the oxide film to the depths of several tens of nm.
However, it is also likely that some areas had thin-
ner coverage of noble metal.[117,118]
More dilute noble metal layers can be produced
by using thermal spray coating of noble metal
alloy powders or by direct alloying of the material
itself. Under water thermal spray coating tech-
niques can be carried out in high purity water
either in shallow or deep waters. The catalytic
properties of metal surfaces have been obtained
by using hyper-velocity oxy-fuel (HVOF) and plas-
ma spray (PS) coating techniques. The used coat-
ings consisted of AISI 309L SS powder with 0.42%
of Pd and Alloy 82 with 0.4% of Pd. In the HVOF
process, gas mixtures of propylene/oxygen or hy-
drogen/oxygen were used. In the PS process, a dc
plasma arc is created in an inert gas (helium and/
or argon) between anode and cathode, both in the
torch head. The powder is fed into the ionised gas
stream and is heated and accelerated towards the
metal surface.[119] The results of Kim et al. show
that HVOF and PS coatings responded fully cata-
lytically in the presence of a stoichiometric excess
of hydrogen in different oxygen concentrations. It
has been reported that the corrosion potential of
stainless steel increases more significantly by the
addition of H2O2 when compared to the effect of
oxygen. However, Kim et al. have shown that PS
and HVOF coatings exhibited good catalytic be-
haviour in water containing 500 ppb of hydrogen
peroxide when excess of hydrogen was added to
the water.[120] These techniques have some limi-
tations when applied in operating BWRs, because
of the poor accessibility of a large number of in-
core components. For some components like the
top guide, parts of the core shroud etc. these
techniques seem to be very attractive.
Direct alloying of the construction materials
can be used only in replacement parts. Neverthe-
less, the technique has been found to improve the
catalytic efficiency for hydrogen/oxygen recombi-
nation in high temperature water with relatively
small amounts of hydrogen.[121] Andresen et al.
studied the crack growth rates of the noble metal
alloyed stainless steels in high temperature water
in different conductivity ranges and in different
O2 and H2 concentrations. One set of results is
shown in Figure 26.[122] The specimen was not
sensitised and therefore higher conductivities
were needed to increase crack growth rates, but
the benefit of noble metal coating can be clearly
seen from Figure 26.
A system wide approach could be the applica-
tion of the noble metal chemical addition (NMCA)
technique, in which the reactor coolant is used as
the medium of transport for depositing small
amounts of noble metal onto the oxide surfaces.
The first verification tests with NMCA were car-
ried out in autoclaves. The noble metal compound
which was added into the water was either palla-
dium acethylacetonate or palladium nitrate. Dur-
ing this high temperature water exposure the
noble metal concentration in the water varied
between 10 and 100 ppb. The effect of Pd NMCA
on the corrosion potential of AISI 304 SS specimen
in different hydrogen/oxygen molar ratios is
shown in Figure 27.[110]
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According to the AES results of Kim et al., Pd
added as acethylacetonate was present in the
oxide surface at a few atomic percents to the
depths of about 400 Å.[124]
5.2.3 Long term stability
To be a viable process in operating BWRs, the
applied coating should retain the catalytic activity
over an extended period of time under high flow
rates of the BWR coolant. In addition to this, the
coating should withstand the changes from NWC
to HWC. The results from the test, which was
performed to verify the operation of the catalytic
properties over the period to 12 months with wa-
ter chemistry changes from normal to hydrogen
water chemistry are shown in Figure 28.[123]
The ECP increases with increasing flow rate as
shown earlier (Figure 1). The high flow rate itself
could pose a risk in promoting erosion corrosion of
the noble metal coatings. Kim et al. studied the
effects of high flow rate and ultrasonic exposure to
the catalytic properties of the exposed surfaces.
They found out that one week exposure to high
water velocities increased the ECP from –500
mVSHE to –250 mVSHE.[124] A similar increase in
potential was also observed after the ultrasonic
tests.
To further improve the long-term stability of
the noble metal coatings, a mixed noble metal
application has been tested. Initial data shows
that the durability of noble metal coatings can be
improved by doping simultaneously several noble
metals (e.g. Pt, Ir, Ru, Rh, etc.). The first laborato-
ry results have indicated even better catalytic
activity of the mixed coated surfaces for the same
flow velocities, indicating also better durability in
high water flow rates.[124]
5.2.4 Effect of the operational
environment
The plant observations have indicated that the
change from NWC to HWC causes reduction in
the oxide film thicknesses. This is mainly due to
the enrichment of chromium in the film, which
leads to lower corrosion rates of the base metal.
However, results reported by Hettiarachchi show
that film thinning during HWC operation does not
affect the catalytic activity of the surface in pro-
longed exposure to HWC.[123]
Kim et al. studied the effects of Zn (as ZnO)
and Cu (as CuSO4) on the catalytic behaviour of
noble metal coated surfaces.[125] They used 0.1%
Pd alloyed AISI 304 SS steel samples. The results
showed that both zinc (at 100 ppb range, not
below) and copper increased the corrosion poten-
tials of the specimens with some tens of millivolts.
The conclusion was that Zn or Cu deposited on the
surface film blocked either of the half-reactions
occurring on the noble metal coated surface: O2
reduction or H2 oxidation. Because the ECP in-
creased, they concluded that the rate of H2 oxida-
tion reaction was somehow decreased. The meas-
urements confirmed that the recombination effi-
ciency of O2 and H2 decreased by 10% when zinc or
copper was injected into the high temperature
water under excess of H2. The analysis of the
oxide showed that both Zn and Cu concentrations
were highest on the outermost surface layers, but
no significant difference was observed in the oxide
particle density and size after Zn and Cu injec-
tions.
To find out how the NMCA would work on the
surfaces in plants, in which crud deposition onto
the core surfaces was high, a set of tests were
carried out in laboratory environments. The re-
sults of Hettiarachchi et al. indicated that typical
crud layers (sample which had been in operating
plant for 10 years) did not affect the NMCA
process and proper catalytic behaviour of the
surface was obtained.[123] The test also verified
that it is possible to use the NMCA technique to
Figure 28. Corrosion potential response of Pd/SS
after 9 months durability test under high flow.[123]
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successfully dope all in-core components. The elec-
troless coating process has also been shown to
work efficiently both on bare surfaces and on
surfaces with old, representative oxide layers. No
loss of catalytic activity was observed by Andresen
et al.[117]
After the NMCA had been applied in the simu-
lated crudding processes, the surfaces of the speci-
mens remained catalytically active even though
the crud layer formed on top of the existing oxide
film had a thickness of 1 μm. Hettiarachchi et al.
have studied whether the crudding process is
catalysed on noble metal coated AISI 304 SS
surfaces, but they did not observe any effect.[123]
5.2.5 Possible side effects of noble
metal coating
One of the concerns related to the noble metal
applications has been that the corrosion potential
of Pd/Pt containing surfaces might be higher than
the corrosion potential of uncoated materials un-
der excess of oxygen/hydrogen peroxide concent-
rations in the reactor water. This would lead to
higher crack growth rates in BWRs under normal
water chemistry conditions during transients from
HWC to NWC or during some other intermediate
water chemistry conditions.[126] There is some
controversy in the results, because the laboratory
results done by Kim showed that Pt has higher
potentials than the stainless steel samples in ex-
cess of oxygen.[116] However, the Pt plate electro-
des never exhibited a higher corrosion potential
than that of stainless steel samples in in-core ECP
measurements,as reported by Andresen.[117] The
tests carried out at Halden test reactor have also
shown that the crack growth rates of noble metal
doped specimens were not higher compared to un-
doped specimens under NWC conditions.[110]
Another concern has been the corrosion behav-
iour of fuel cladding material once the NMCA has
been applied on the surfaces of reactor core com-
ponents. Laboratory and some in-core results
show that noble metal coating on Zircaloy fuel
cladding does not affect the corrosion nor the
integrity of the cladding material.[117] However,
there are no results if noble metal coating will
have an effect on hydride formation in the fuel
cladding material. Laboratory tests and modelling
work has also shown that 16N formation on cata-
lytic surface is an insignificant factor.[117]
Once NMCA has been applied, the oxides
formed during NWC will start to restructure. This
could lead to increased 60Co incorporation into the
changing oxides. Plant measurements have shown
increased dose rates during shutdowns due to the
accumulation of 60Co into the oxides on the re-
circulation piping after operation under HWC.
The reason has been related mainly to the restruc-
turing of the oxide films. On the other hand, the
lower potentials cause reduction of oxide films
formed under NWC operation, leading possibly
again to increased 60Co incorporation into the
oxide. However, activity incorporation into the
oxide films can be mitigated efficiently by using
Zn injections as shown by Lin.[8]
5.3 Application of dielectric oxides
on construction materials
There are several unknown parameters in the core
of BWR conditioons, such as water flow rates, ra-
diation flux, dissolved hydrogen/oxygen concent-
rations, etc. A typical location with a poorly defin-
ed conditions is the core channel boiling region,
where both hydrogen and oxygen are stripped
from the liquid to the vapour phase. The concent-
ration of hydrogen peroxide remains high as a
result of the water radiolysis and therefore increa-
sing the ECP of the construction materials in this
region. Therefore, it is possible that neither HWC
nor NMCA can provide sufficient decrease in the
ECP of construction materials simply because of
very high oxidant concentrations or difficulty in
achieving stoichiometric excess of hydrogen. The-
se technologies may also be unattractive to the
operators.
Another possibility to reduce susceptibility of
stainless steel component to stress corrosion
cracking has been proposed by Yeh et al. They
have modelled two real cases, in which the corro-
sion potentials of materials can be decreased in
operating BWRs by reducing the exchange current
densities of the major redox couples by using
dielectric coatings onto the metal surface.[126]
Their calculations show that by adopting a gener-
al inhibition technique, the reactor components
can be protected from IGSCC even without HWC,
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as shown in Figure 29.
The calculations shown in Figure 29 simulate
the situation in Dresden 2 unit. The top figure
clearly shows that the noble metal coating can not
protect any parts of the heat transport system
under NWC. However, if the oxides on material
surfaces are insulating, only the components in
core channel (1), core bypass (2) and upper ple-
num (3) have potentials higher than –230 mVSHE.
All the other parts are protected from IGSCC. The
Figure 29. Corrosion potential variation as a function of feed water hydrogen concentration along the
heat transport circuit at Dresden-2.[126]
situation changes when HWC is applied. By using
some of the noble metal coating techniques most
of the components have low enough potentials.
However, due to the intense radiolysis of the
water in core channel and upper plenum, the
potentials in these regions remain high. A general
inhibition method seems to decrease potentials
throughout the heat transport system, providing
protection against IGSCC even with low hydrogen
concentrations. Calculations reported by Yeh et al.
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Figures 30. Corrosion potentials of AISI 304 SS, pure Zr and YSZ coated AISI 304 SS electrodes.[127]
Figure 31. Corrosion potentials of AISI 304 SS, pure Zr and ZrO2 doped AISI 304 SS electrodes.[127]
are only qualitative in nature. However, they
show that by adopting a general inhibition tech-
nique, the reactor components can be protected
from IGSCC.
A similar approach was used by Kim et al., who
measured the ECPs of materials, which formed an
electrically non-conducting oxide film onto the
metal surface.[127] This type of films in high
temperature water could be obtainable by coating
the construction material surfaces or by alloying
certain elements, such as Zr and Y, into the base
metal. The behaviour of the corrosion potentials of
the specimens coated either by plasma spray with
yttrium stabilised zirconia (YSZ) or immersed in
water containing 1 mM ZrO(NO2)2 are shown in
Figures 30 and 31. The former specimens behaved
like pure Zr having low potentials even at rather
high oxygen concentrations.
At oxygen levels higher than 300 ppb ECP
started to increase rather rapidly, most likely due
to the presence of excessive pores and cracks in
the coating. However, when the oxygen concentra-
tions were lower than 180 ppb, the measured ECP
was somewhat lower than with untreated sam-
ples. At the moment the thermal spray coating
seems to provide the most promising approach in
lowering the corrosion potential of construction
materials below the IGSCC protection potential.
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The primary coolant oxidises the surfaces of
construction materials in nuclear power plants.
The oxide films formed in high temperature
aqueous solutions generally consist of a compact
inner layer and of a more porous outer layer. Alt-
hough this duplex-film concept is a simplification,
it can be used to describe the behaviour of oxide
films in different operational environments. In ad-
dition to physical differences, the composition and
stoichiometry of the oxide films changes gradually
with distance from the film/environment interfa-
ce. The nature of the oxide films influence signifi-
cantly the extent of incorporation of activated cor-
rosion products into the primary circuit surfaces,
which may cause additional occupational doses for
the maintenance personnel.
The growth of oxide films and the oxide thick-
ness is determined by the rate of ion transport
through the existing oxide and by the extent of
saturation of the coolant next to the oxide layer by
soluble corrosion products. During deposition of
corrosion products, activated species are also in-
corporated into the oxide films. The incorporation
of radioactive cobalt into oxide films can basically
proceed via at least three different mechanisms:
surface adsorption/complexation, ion-exchange or
direct reaction/crystallisation. In addition, diffu-
sion along the pores and cracks in the outer part
of the duplex oxide film, as well as diffusion along
the grain boundaries in the dense part of the
oxide, enables the activity to be spread through-
out the oxide film.
Zinc and activity build-up
Injection of zinc into the primary coolant has been
shown to decrease the incorporation of activated
corrosion products into the existing oxides. Even
though the exact mechanisms by which zinc acts
are not yet known, it is assumed that Zn may
block one of the above mentioned diffusion paths.
Zinc may also decrease the defect concentration in
the spinel oxide structure by occupying existing
defects in the oxide lattice. This should slow down
the ion transport though the oxide, leading to a
reduced rate of oxide growth and the formation of
thinner oxide films. The fact that zinc ion signifi-
cantly retards the film growth leads automatically
to a smaller number of available adsorption sites
for 60Co. It is also possible that zinc competes with
cobalt for occupancy of surface sites for adsorption
and therefore prevents additional 60Co adsorption
onto the oxide surface. Zn may also inhibit the ion
exchange reactions between inactive cobalt and
60Co on the surfaces leading to lower activity
build-up in the oxide. However, this reaction re-
quires a high activation energy and therefore it is
relatively unlikely in most cases.
Most of the studies on the effect of Zn have
concentrated on observing the physical changes in
the oxide film structure. Only little attention has
been paid to changes in the electronic and electro-
chemical properties of the oxide films caused by
zinc injections. Even though a significant amount
of testing has been carried out, the comparison
between the results is tedious, because the experi-
mental arrangements (environments, pH, materi-
als) differ significantly from one test to another.
Zinc and stress corrosion cracking (SCC)
The current models for SCC assume that the ano-
dic and the respective cathodic reactions contri-
buting to crack growth occur partly on or in the
oxide films. The crack growth has been explained
to take place in the metal by capture of vacancies
in the metal close to the crack tip. If most of the
vacancies in the metal lattice are generated as a
result of the dissolution of the metal through the
oxide, the crack growth rate may again be control-
6 SUMMARY AND CONCLUSIONS
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led by the transport rate of species through the
oxide film. The decreasing influence of Zn on ion
transport may lead to a reduced rate of vacancy
production and thus to low crack growth rates.
Furthermore, the resulting thinner oxide film is
less likely to break and expose the base metal to
the environment than a thicker oxide with a
higher defect concentration.
The lack of an unambiguous explanation of the
effects of zinc on the crack growth rates can be
ascribed to the fact that control of the test envi-
ronments (Zn concentration, pH, conductivity, etc.)
differ from one experiment to another. This com-
plicates the interpretation of the results, because
usually more than one factor is different between
separate tests. On the other hand, the impact of
Zn may also be relatively small and longer expo-
sure times may be needed to observe real effects
on crack growth rates.
Hydrogen and noble metal water chemistries
Clear decrease in susceptibility of construction
materials for the stress corrosion cracking in boi-
ling water reactors can be observed when hydro-
gen is added into the feed water. Hydrogen additi-
on decreases the levels of oxidising species and
thus lowers the corrosion potential (ECP) of the
construction materials. Recent plant experiments
have shown that by applying the noble metal che-
mical addition- technique, oxide films on construc-
tion materials behave like noble metal surfaces,
catalysing the recombination reaction between
hydrogen and oxygen. This reaction leads to corro-
sion potentials low enough to avoid stress corro-
sion to proceed even with reasonably low hydro-
gen concentrations. An additional benefit of a lo-
wer corrosion potential is higher acceptable impu-
rity levels in the coolant without an effect on the
crack growth rates. This provides high tolerance
to severe water chemistry transients (e.g. impuri-
ty in-leakage). However, to be an economically
viable process in operating BWRs, the applied co-
ating should retain the catalytic activity at least
for two fuel cycles under the high flow rates of the
BWR coolant.
One of the concerns related to the noble metal
applications has been that the corrosion potential
of Pd/Pt containing surfaces might be higher than
the corrosion potential of uncoated materials un-
der excess of oxygen/hydrogen peroxide concen-
trations in the reactor water. This would lead to
higher crack growth rates in BWRs during tran-
sients from hydrogen water chemistry (HWC) to
NWC or during some other intermediate water
chemistry conditions. Therefore, it is possible that
neither HWC nor noble metal chemical addition-
technique can provide sufficient decrease in the
ECP of construction materials.
Dielectric coating on metal surfaces
Another possibility to reduce susceptibility of
stainless steel components to stress corrosion
cracking is to apply dielectric coatings onto the
metal surface. This type of films in high tempera-
ture water could be obtained by coating the
construction material surfaces using chemical ad-
ditions into the coolant or by alloying certain ele-
ments, such as Zr and Y, into the base metal. By
using dielectric coatings techniques, the reactor
components can be protected from intergranular
stress corrosion cracking even without HWC. It is
not yet clear if these techniques can be developed
into the stage where real plant experiments will
be performed.
Concluding remarks
Although further improvements in water che-
mistry in NPPs, e.g. zinc dosing and application of
noble metal coating technology, have recently been
introduced, it is evident that a proper understan-
ding of the interaction of the coolant and the oxide
films on material surfaces in NPPs is not yet avai-
lable. The fundamental questions related to ionic
and electronic conduction in the oxide films as
well as effects of different reaction rates on the
observed phenomena in the oxide films have re-
mained unanswered. Therefore, it is impossible to
predict material behaviour in different environ-
mental conditions such as novel water chemistries
which involve injection of new chemicals into the
primary coolant. More experimental work and mo-
delling in carefully controlled environments is
needed to find out the key processes related to the
phenomena in oxide films during application of
novel water chemistries.
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